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SECTION 1

1. INTRODUCTION

This document specifies the requirements that Intelligence Misson Applications (IMAS) must
mest in order to successfully integrate into the common operating environment defined by the
Department of Defense Intelligence Information System (DODIIS). This environment
emphasizes the objectives of integration, interoperability, shareable resources, and modularity of
IMAs. The DODIIS IMA certification process has been defined to ensure that IMASs will
operate in this environment. The tasking to Program Management Offices (PMOs) and
identification of respongbilities for al phases of the certification process are specified in the
Department of Defense Intelligence Information System (DoDII1S) Instructions.

The focus of integration testing isto verify that IMAs meet DODIIS requirements for functioning
with exigting infrastructures and resources. JTF testing verifiesingalation procedures and
infrastructure compliance, identifies computer and network resource conflicts, and the
operationa impacts of gpplications cohabiting in a common environment. JTF testing vaidates
that each application will function as a building block of the overdl DODIIS.

The integration requirements contained in this document are organized by category:

Documentation - These requirements eva uate the content and structure of IMA
documents that the system adminigtrator/ingaler will rely on to plan the IMA’ s resource
requirements and to determine the effects of the software on the operational and
security architectures of the Site.

Configuration and ingdlation - These requirements evauate the IMA ingdlation
process and the steps required to configure the IMA for use.

Environment - These requirements eva uate the operating environment established or
required by the IMA when it begins execution and the potentia effects of that
environment on other IMAs.

Operation - These criteria examine agpects of the execution of the IMA that could
affect the execution, configuration, or security of other IMAS, ether on the same
hardware platform or on other platforms at the site. Included in this category is how
adminigration of the IMA integrates into the overdl system adminidration Srategy of a
gte.

User Interface - These criteria are concerned with the integration of the IMA with the
windowing system of the workgtation.

Security - These objectives identify areas of the design and operation of the IMA that
may affect the Site security architecture. These objectives may address areas of system
Security architecture that are not identified in the IMA security documentation.
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This specification of DODIIS integration requirements consolidates into one document the
requirements that were previoudy published in two JTF volumes, Joint Integration Test
Facility (JITF) Test Procedures, Volume 1, Infrastructure Compliance Testing and Joint
Integration Test Facility (JITF) Test Procedures, Volume 2, Installation and Integration
Scenario Testing. A cross-index of earlier integration requirements to the current specification
isincluded as an gppendix to this document; the cross-index maps earlier requirements to
current ones and identifies the document source of each requirement.

The integration requirements address integration of IMASsinto client-server operating
environments and a so web-based multi-tiered operating environments. For this reason, aPMO
may find that some requirements will not apply to the IMA because it was designed for one
environment or the other.

The DODIIS community isinitsinitia planning for trangtion to the Defense Information
Infrastructure Common Operating Environment (DIl COE). There are many integration
requirements that are common to both DODIIS and to DIl COE. Astrangtion planning
matures, and the ddliveries of IMAs compatible with DIl COE are scheduled, this document
will be updated to be competible with the integration requirements of the DIl COE.

This document is organized in the following sections:
Section 1 provides an introduction to integration requirements and additiond information.
Section 2 provides alist of references.

Section 3 contains the DODIIS integration requirements, including explanations and test
methods.

Two gppendices are attached to this document: Appendix A contains atable of the DODIIS
integration requirements and the cross-index to previous integration requirements. Appendix B
containsalist of acronyms.

1.1 JITF INFORMATION

Comments and recommendations for changes to this document can be submitted by any reader
and should be provided in writing. Please identify the page and paragraph associated with each
comment. All written comments will be reviewed and a digposition for each comment will be
provided to the originator of the comment. Comments can be submitted via the following
means.

U.S. Mail: CUBICCM
RL/IFEB
32 Brooks Rd
Rome, NY 13441-4114
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Electronic Mail: cubic_cm@l.af.mil

Additiond copies of this document can be downloaded from the World Wide Web or Intelink
at the following addresses:

Internet World Wide Web:  http:/mww.if.afrl.af.mil/ programgljitf

Intdink: http://webl.rome.ic.gov:82/vtf.cqi

1.2 CERTIFICATION CRITERIA FOR DODIISINTEGRATION

Figure 1 illugrates the IMA certification process that is documented in the DODIIS
Instructions, April 1999. JTF integration testing takes place during the IMA Independent
Vadlidation and Verification (IV&V) Process.

In accordance with the DODII S Instructions, the J TF is tasked to make "go/no go"
recommendations on IMAs to the DODIIS Management Board (DMB) as a result of
integration testing.

A "no go" recommendation indicates that there are findings for the IMA under test that serioudy
affect the capatiility of the IMA to indal and/or operate in a Ste environment without affecting
other IMAs or Site operations. The DMB is the decision authority for the certification process
and uses the JTF recommendation in making afind determination for the IMA to proceed to
the next phase.
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Figure 1 - IMA Certification Process
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1.3JITF TEST REPORTS

Test reports are available on the Virtud Test Folder (VTF) that is maintained by the JTF. The
VTF islocated on Intdlink at http://webl.romeic.gov:82/vtf.cgi. The JTF test report detalls the
extent of compliance with the DODII S integration requirements and provides an assessment of
the consequences of the resulting levd of integration qudity of the IMA.

Criteriafor successful evauation of IMA integration in the IMA V&V process phase of the
certification process are grouped in the following categories:

Integration Quality

Adherence to DODIIS Architecture
Documentation

Adherenceto IMA Certification Process

For each category, the JTF identifies and reports specific findings. The findings are andlyzed to
determine the effect each finding will have on the overal qudity of the IMA. The evaudtion of
Integration Quality is based on the integration requirements specified in this document.

The findings and recommendation for each IMA are published inthe JTF Test Report. The
JTF Test Report for the IMA under test will include:

Evauation of compliance with the DODIIS integration requirements
Assessment of effects of non-compliance with integration requirements
Recommendations on integration security issues

| dentification and assessment of other issues that affect the usability of the system
basdine in operationa environments

"Gao/no go" recommendation for continued movement of the IMA through the IMA
certification process

1.4IMPACT CODE LEVELSFOR JITF INTEGRATION TESTING

The JTF evauates the extent to which the IMA meets each requirement. For each requirement
not met by the mission application, the J TF documents a test finding and assesses an Impact
Codelevd for that finding. Theimpact code is amessure of the sgnificance of the finding with
respect to integrating the IMA into Site architecture.

Not al of the integration requirements have equa weight. That is, the failure to meet some
requirements has more significance than the failure to meet other requirements. In addition, the
design of the IMA will aso influence the Sgnificance of requirements that are not met.
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A successful evauation means that the mission gpplication has passed integration testing, and the
JTF will recommend that the IMA proceed to the next step in the DODIIS IMA certification
process.

An unsuccessful evauation meansthat the IMA hasfailed integration testing, and the JTF will
recommend that the IMA not proceed to the next step in the DODIIS IMA certification
process.

The following codes are used by JTF test teams to indicate the severity or Sgnificance of each
integration finding.

Impact Code 1

A finding that, without resolution, either

a) preventsether the IMA or another gpplication or component of the infrastructure from
operating properly;

b) createsasecurity vulnerability in the IMA or Ste architecture that can be exploited by a
generd user without taking advantage of other vulnerabilities or capabilities; or

c) serioudy increasesthe levd of effort of Ste personnel to manage and/or use the IMA or
other applications.

An Impact Code 1 finding is assgned if the IMA basdline must be changed in order to continue
testing, if the resolution requires an excessve levd of effort, or if the resolution introduces
additiond problemsin the ingtalation or operation of the application.

Theleve of effort isakey determinant for Impact Code 1 findings. Thetime or expertisethat is
required to ingtal, manage, or use the gpplication cannot exceed what is reasonably expected
for an IMA. For example, if theingdlation guide saysthat the IMA can beinddled inasingle
day, but the ingtdlation takes more than 20 working hours, then an Impact Code 1 can be

appropriately applied.
Impact Code 2
A finding that, without resolution,

a) hasaggnificant effect on the operation of ether the misson gpplication or on another
gpplication or component of the infrastructure; or

b) createsasecurity vulnerability inthe IMA or Ste architecture that could be exploited by
agenerd user only if the user is able to take advantage of other vulnerabilities or
capabilities not typicaly availableto him or her.

The finding can be temporarily resolved by a change in procedure or configuration. The
successful resolution requires technical expertise that is not expected of general users, or the
resolution requires asignificant level of effort by site administrators. The resolution does not
cause sgnificant delay in integration testing; instead, it can be proposed and evauated during
integration tegting at the A TF.

Impact Code 2 findings may cause integration test failures depending upon the leve of effort
required to implement the resolution (and the confidence init). An Impact Code 2 problem may
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be devated to an Impact Code 1 if proposed resolutions either do not work successfully or
produce additiona Impact Code 2 and 3 findings.

Impact Code 3

A finding that, without resolution, has a Significant effect on the operation of ether the IMA or
on another application or component of the infrastructure. The finding can be temporarily
resolved by achangein procedure or configuration. The successful resolution does not require
technica expertise that is not expected of genera users, or the resolution does not require a
sgnificant leve of effort by Ste adminigrators. The resolution does not cause significant delay in
integration testing; instead, it can be proposed and evauated during integration testing at the
JTF.

Impact Code 3 findings do not cause integration test failure, but the accumulation of Impact
Code 3 findings may affect the JITF s“go/no go” recommendetion.

Impact Code 4

A finding that does not significantly affect the operation of the IMA or another application or
component of the infrastructure. The finding can be resolved by aworkaround that can be
implemented as a change in procedure or configuration during integration testing without a
ggnificant leve of effort, or the finding can beleft asis. Even though the finding has some affect
on the configuration or operation of the mission gpplication or of other components of the Site
architecture, the generd user will be able to perform misson functions, and the administrator will
be able to manage the mission gpplication. Findingsin this category are of lesser importance,
but the accumulation of Impact Code 4 findings may affect the JTF s*go/no go”
recommendation.
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SECTION 2
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SECTION 3

3. DODIISINTEGRATION REQUIREMENTS

Requirements for integration are listed and described in this section. For each requirement an explanation is provided as needed and the
evauation method is listed. The method selected to verify compliance with the integration requirements depends upon the requirement being
evauated, where possible, evaluation of requirements is automated through the use of software testing tools developed or acquired by the JTF.

A reference summary of the integration compliance requirements is included as Appendix A. The gppendix includes a cross-index that maps
each integration requirement to integration requirements identified in previous J TF test and evauation procedure documents.

3.1 DOCUMENTATION

DOC-1 IMA documents shal contain page numbers for al sections and appendices.

REQUIREMENT CLARIFICATION TEST METHOD

Page numbering improves the utility of each IMA document. | Application documents will be ingpected for incluson of page numbers.
This can be especidly sgnificant when the reader must
identify to athird party (such asahelp dek) anentry ina
document that either has errors or is unclear.

DOC-2 IMA documents shal contain numbered sections.

REQUIREMENT CLARIFICATION TEST METHOD

Congtruction of a document in numbered sectionsimproves | Application documents will be ingpected for inclusion of numbered sections.
the utility of the document and aids the reader in identifying
areas with errors or requiring clarification.

DOC-3 Figures and tablesin IMA documents shdl have titles and reference numbers.
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REQUIREMENT CLARIFICATION

TEST METHOD

Assigning titles and reference numbersto dl figures and
tables improves the utility and readability of the document.

Application documents will be inspected for incluson of titles and reference
numbers on al figures and tables.

DOC-4 Soft copy documents shal match hard copy versonsin content, structure, and sectioning.

REQUIREMENT CLARIFICATION

In order to avoid confusion that may occur when matching
a soft copy version of a document to a hard copy verson
(e.0., when discussing a problem with the IMA help desk),
the two versgons should match exactly. At aminimum, the
content, structure, and sectioning of the document should be
consgtent for both versions.

TEST METHOD
The soft copy verson will be compared to the hard copy verson. This
objectiveis met if the content, Sructure, and sectioning of the soft copy
document match the sectioning of the hard copy document.

DOC-5 IMA configuration and ingtdlation information shal be consolidated into a single configuration and ingtalation document.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA adminigrator/ingaler must be able to find dl
necessary information for the ingdlation of the IMA ina
sngle, logically ordered, document. This approach lowers
the probability of errors during the configuration and
ingdlation process. If configuration and ingtallation
instructions must be pread beyond a single document, then
these documents must specificaly reference the parts needed
in each other, preferably by section and/or step.

The objective will be evauated by ingpection of the configuration and
indalation guide. Thisobjectiveisnot met if the configuration and inddlation
information is spread across severa documents and the referencesto
additiond documents are not explicitly stated.

10
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DOC-6 TheIMA configuration and inddlation guide shdl incdlude indtalation verification informeation.

REQUIREMENT CLARIFICATION

TEST METHOD

Configuration and ingtdlation of the IMA can directly affect
the operating and security architectures of the IMA itsdlf and
of thegte. The JTF will confirm that the IMA was
successtully ingtaled and configured according to the IMA
basdine. Verification documentation assgtsthe JTF, asit
would a DODIIS ste, with this confirmation.

Acceptabl e verification documentation includes.
System Test Plan and Procedures
System Security Test Plan and Procedures Site Acceptance Test
(SAT) Plan and Procedures, or smilar documents
The objective is met if verification documentation is provided. The
evauation will include an estimation of the adequacy of the
verification documentation.

DOC-7 TheIMA configuration and ingtdlation guide shal specify if the IMA requires a dedicated platform for the IMA server or if the IMA
sarver can be ingtdled on a platform shared with other IMA servers.

REQUIREMENT CLARIFICATION

TEST METHOD

One god of the DODIIS architecture isto give the Stes
flexibility in slecting how each IMA will beingdled and
used. AnIMA that, by design, permits sharing of a platform
with other IMA servers dlows stes to sdect platforms
based upon IMA performance and resource usage. An IMA
that, by design, requires a dedicated platform may hinder
integration of the IMA into aSte smply because the dteis
forced to acquire and indall hardware and extend its IMA
adminigration srategy to cover the newly ingaled IMA.

There are risks associated with both approaches. The
extent of the risk with regard to Ste integration depends
upon the qudity of the IMA configuration and inddlation
guide and on availahility of resources and personnel to ingtall
and manage the IMA.

Application configuration and ingtalation guide will be ingpected to verify that
the need for a dedicated server platform or the ability to share aserver
platform is specified. The absence of thisinformation causes the IMA to not
mest this requirement.

11
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DOC-8 The IMA inddlation and configuration guide shdl contain step by step indructions to perform IMA ingtdlation and configuration.

REQUIREMENT CLARIFICATION

TEST METHOD

Thegod of IMA configuration and inddlation guideisto
permit the reader (e.g., the IMA adminigtrator) to ingtall and
configure the IMA without error. The configuration and
ingalation guide should not increase the probakility of error
dueto lack of clarity.

Ingtdlation and configuration guide will be ingpected for step by step
indructions. Each step should be concise and condtitute asingle action. The
step should be explained sufficiently to avoid unnecessary guesswork or
presumptive decisons by the ingdler.

DOC-9 The IMA configuration and ingalation guide shal include ingructions to add the IMA to the infrastructure application sdection

mechaniam.

REQUIREMENT CLARIFICATION

TEST METHOD

The ingalation process must include the steps to add the
IMA to the application selection mechanism (eg.,
background window menu IMA folder, etc.). The
ingtallation procedure provided by the IMA developer must
include the IMA name, executable location, and the
command lines that are required to set needed environment
variables and launch the IMA.

The IMA configuration and ingdlation guide will be examined to verify that
ingtructions for adding the IMA to the infrastructure gpplication selection
mechanism are included. Once the indallation has been completed, the
application selection mechanism (e.g., background window menu) will be
invoked on the test workstation. Verify that an entry for the IMA gppearsin
the menu as documented in the ingtallation procedures. Sdlect the IMA from
the background menu and verify the execution of the IMA.

DOC-10 IMA documentation shal specify points of contact (phone, €ectronic mail, etc) for IMA support.

REQUIREMENT CLARIFICATION

TEST METHOD

Adminigrators and users must be able to identify and
communicate with personne who can assst with questions
and problems. Telephone and eectronic mail are acceptable
forms of communication; however, the PMO should

condder that unclassified communication may not be

Application documents will be inspected to verify that points of contact are
provided. The information must include the office or organization name,
telephone number (), and eectronic mail address, if oneisavailable.

12
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| possible for DODIIS users,

DOC-11 The IMA configuration and ingdlation guide shdl specify the minimum amount of disk space needed to inddl and execute the IMA.

REQUIREMENT CLARIFICATION

TEST METHOD

All space requirements needed to ingtal and run the IMA
must be specified. Thisincludes disk space for executables,
aswell as storage for IMA and user data.

Configuration and ingtalation guide will be inspected to verify that
recommended disk space is specified.

DOC-12 The IMA configuration and ingtalation guide shall specify the name(s) and siz&(s) of file system(s) that are required to indal and

execute the IMA.

REQUIREMENT CLARIFICATION

TEST METHOD

Some IMAs may require or recommend specific file sysems
for technical reasons such asraw partitions for data base
servers. In such cases, the file systems and required sizes
must be stated. The need for specific file names must be
weighed againg the impact of the IMA ingdlation to the
gte’ sarchitecture. Names should be arbitrary, and selection
of names should be l&ft to the Ste adminigtrator.

Configuration and ingtalation guide will be ingpected to verify thet required
file systems and szes are specified. Specific file system names (if required)
will be stated.

The configuration and ingtalation guide must specify dl space required for
each mgjor directory that the IMA copiesfilesto. For example, if the IMA
ingdlsfilesin the /etc/rc3.d directory, the Space required in that directory
must be specified. For NT, if an application can be ingtdled on afile system
other than the Windows Root drive, the space required on that file system, as
well as the space required in the Windows Root drive, must be specified.

This requirement gpplies to both UNIX file systems and to Windows NT
disks (e.g., requiring software loading onto a specific disk).

The requirement is Not Applicableif the IMA does not require specific
configuration of file sysems.

13
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DOC-13 The IMA configuration and ingdlation guide shdl specify the recommended and minimum size of random access memory (RAM)
required to execute the IMA.

REQUIREMENT CLARIFICATION TEST METHOD
Thisistypicaly aperformance issue; IMAS should make Configuration and ingdlation guide will be ingpected to verify that
recommendations on RAM for Site consderation. Both recommended and minimum RAM sSzeis specified.

recommended and minimum RAM szes should be specified.
These specifications should be made for both user
workgtations and IMA server platforms.

DOC-14 The IMA configuration and ingtdlation guide shal specify the operating system versions and operating system packages/subseats that
must be ingtalled to support the IMA.

REQUIREMENT CLARIFICATION TEST METHOD

The IMA should not require that each site ingal the full Configuration and ingdlation guide will be ingpected to verify that operating
operating system load as routine practice. Therefore, the system versions and packages/subsets/resource packs are specified.

IMA should identify the software dependencies with regard
to specific operating system version and aso the operating
system modules (i.e., subset packages or resource packs)
that must be ingtaled in order for the IMA to operate

properly.

DOC-15 The IMA configuration and ingtdlation guide shal specify the operating system patch levels that must be ingtaled to support the IMA.

REQUIREMENT CLARIFICATION TEST METHOD

IMA devel opers make independent decisions regarding Configuration and ingalation guide will be ingpected to verify that patch levels
paich level compatibility. Therefore, the Configuration and | for each supported operating system are specified. The requirement is met if
ingtdlation guide must state known dependencies upon patch | the specific patch list is provided; it is not sufficient to Smply require "the
levels. This may not be a Sgnificant issue for Stesthat stay latest patches'.

14
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current with al operating system packages. However, it is
necessary information for Sites that may not be current and is
an incentive for site adminigtrators to update patch levels on
Ste workstations.

The documentation shal include information as to what OS
patches may be required.

DOC-16 The IMA configuration and ingdlation guide shdl specify any modifications made to the operating system configuration thet are
required to support the IMA.

REQUIREMENT CLARIFICATION TEST METHOD
Modifications to the Unix kernd or to the NT operating Configuration and ingalation guide will be ingpected to verify that
system configuration are not necessary for most IMAS. modifications for each supported operating system are specified.

Modification would be required if the IMA requires an
additiona hardware device, additiona software resources
such as interprocess communication, or additional driversfor | This requirement is Not Applicable if no modifications are required.
I/0O devices. In such Stuations, the necessary modifications
must be clearly stated in the configuration and ingtdlation
documentation.

DOC-17 The IMA configuration and ingtalation guide shal specify additiona hardware and associated drivers that are required to support the
IMA.

REQUIREMENT CLARIFICATION TEST METHOD

If the IMA requires additiona hardware and ingtdlation of Configuration and ingalation guide will be ingpected to verify thet indructions
software drivers to control the hardware, the configuration | to install additiona hardware and associated software driversin each

and ingdlation guide will clearly specify the Sepsneeded to | supported operating system are specified.

successfully ingdl and configure both.

If no additiona hardware and instdlation of software drivers to control the

15
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| hardware are utilized, this requirement is Not Applicable.

DOC-18 The IMA configuration and ingdlation guide shdl specify additions/modifications to system configuration files that are required to
support the IMA.

REQUIREMENT CLARIFICATION TEST METHOD
Many IMAs may use system configuretion files. Asaresult, | TheMA configuration and ingtdlation guide should dlearly oecify the
no IMA should make undocumented changesto modifications that will be made during ingdlation. The ingtdlation process
configuration files. must not overwrite system configuration files (e.g., /etc/hogts, /etc/services,

and /etc/syd og.conf), since information that was added by other IMAS may
belogt. Instead, the IMA should add entries to the exigting files.

For the NT platform, documentation must clearly specify the settings for
computer peripherdsthat are required by the IMA. No undocumented
changesto the NT Regigry, Windowsini, Sysem.ini, Config.sys, or
Autoexec.bat files shdl be made.

Review the configuration and ingtdlation guide to verify that dl modifications
to IMA configuration files are pecified.

DOC-19 The IMA configuration and ingtdlation guide shal provide rules defining appropriate file ownerships and permissions for dl filesand
directories tha are loaded or modified during IMA ingtalation.

REQUIREMENT CLARIFICATION TEST METHOD
IMA documentation should include information on file The appropriate IMA documentation, e.g., Configuration and Ingtallation
ownerships and permissons. Thisis needed to permit the Guide, Verson Description Document (VDD), will be examined for the
security officer or adminigtrator to confirm that al indusion of file ownerships and permissions for dl files created or modified
ownerships and permissons are set correctly during during configuration and ingdlation of the IMA.
ingdlaion. Theinformation mugt be induded even if the

16
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ingdalation is completely automated. |

DOC-20 The IMA configuration and ingtdlation guide shal specify the audit configurations (i.e.,, audit flags, etc.) that must be set in order to

meet the IMA security requirements.

REQUIREMENT CLARIFICATION

TEST METHOD

DODIIS security policy permits IMAsto rely on the
underlying operating system audit function for auditing of
IMA activity. For such IMAS, the Configuration and
ingalation guide must clearly specify the audit flags that must
be set in order to meet the IMA’ s security concept of
operations.

Configuration and ingalation guide will be ingpected to verify that audit flags
for each supported operating system are specified.

DOC-21 The IMA configuration and ingtalation guide shall identify other software products on which the norma operation of the IMA is

dependent.

REQUIREMENT CLARIFICATION

TEST METHOD

Even smple IMAs may depend upon the presence and
operation of third party software. Thistypicdly istrue for
IMASs that rely on data base management systems or on
word processing systems. In each case wherethe IMA
depends upon the presence and operation of third party
software, the configuration and ingtdlation guide will clearly
date the identity of the software, the version and patch level
of the software, and the nature of the dependency.

IMA configuration and ingtallation guide will Sate the name, verson, and
patch leve of other software on which the IMA depends. The nature of each
dependency will be stated.

DOC-22 Comprehendve ingructions shdl be provided for uningdling the IMA, including backing out of afaled ingtdlation so that it can be

reinstalled.

| REQUIREMENT CLARIFICATION |

TEST METHOD
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Operator errors or script problems may cause the IMA
ingalation to fail and thus require a partid or tota rollback
of theingdlaion. Misson IMA ingdlation should not be
like ablack box with respect to determining exactly which
portions may have been ingtaled before a failure occurred.
Additiondly, theinitiad point of faillure may not be detected.
This means the ingtalation may continue even after part of
the ingdlation hasfaled. The error may be discovered, or
the whole ingdlation may fail. During thistime, additiond
undetected errors may occur as consequences of the origina
eror. Theresdue left from the failed attempt may cause
conflicts during the next ingdlation atempt.

Without ingtructions to back out of the ingdlation, the only
way to fully insure adean reinddlaion may beto inddl the
entire IMA from the operaing system up. This should be
avoided. Theingalation and rollback strategy should be
designed o that the ingtdlation would only be rolled back to
the point of fallure or to the beginning of the segment or
module where the error occurred.

The objective will be met by incluson of rollback indructionsin the
configuration and inddlation documentation.

DOC-23 IMA documentation shal specify the browsers and browser versons that are compatible with the IMA.

REQUIREMENT CLARIFICATION

TEST METHOD

IMA s should test againgt browser versionsthat are currently
in usein the DODIIS community (i.e., not only the latest
versgons). The IMA documentation should state which
browsers are known to be compatible with the IMA.

IMA documentation will be ingpected to verify that compatible browsers are
identified.

This requirement is Not Applicable if the IMA does not use a browser.
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DOC-24 The IMA configuration and ingtdlation guide shal specify any browser settings that are necessary to accessthe IMA.

REQUIREMENT CLARIFICATION TEST METHOD

IMA s should not assume specific browser settings because | IMA documentation will be ingpected to verify that necessary browser
ste policy may dictate browser configuration. However, if | settings are identified.

there are configuration settings that are necessary (e.g., Java
endbled), the Configuration and ingalation guide must This requirement is Not Applicable if the IMA does not use a browser.
identify them.

DOC-25 If theIMA design requires the use of plug-ins, the IMA documentation shall include alist of required browser plug-ins, the source of
the plug-ins and appropriate licenses, and DMB approvd to use the plug-ins.

REQUIREMENT CLARIFICATION TEST METHOD
Since access to browser plug-insis extremdy limited on IMA documentation will be inspected to identify the required plug-ins and the
classified networks, the adminisirator or user must be sources for each plug-in. The documents will aso be inspected for

notified before the IMA is used that a plug-in is necessary. documentation of DMB approva to use the plug-in.
Therefore, the configuration and ingallation guide must list
the plug-insthat are required and how the plug-ins and The documentation must dso include ingructions to ingdl and configure the
licenses (if required) can be obtained. plug-ins. In most cases, configuration and ingtdlation is performed
automaticaly by the browser; any additional manua steps must beincluded in
Since downloading and ingdling a plug-in may have security | the documentation.

implications, DODIIS security policy requires that the DMB
approve the use of the plug-in. This approva must be This requirement is Not Applicable if the IMA does not use a browser.
documented in the configuration and ingtalation guide set
provided to the JI TF.
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DOC-26 If the IMA design includes implementation of JAVA applets, the IMA documentation shal include documentation of IMA server

registration with Intelink Central, documentation of JAVA applet regigtration with Intelink Central, and documentation of results of JAVA applet

code review.

REQUIREMENT CLARIFICATION

TEST METHOD

DODIIS policy requires written documentation of the
registration and code review of JAVA applets. For any
application that implements JAVA applets, the
documentation specified in this requirement is mandatory. If
the documentation is not provided to the I TF, the ITF
must forward to the DMB a"no go" recommendation on the
badis of this deficiency.

The DODIIS Ingtructions do not specificaly state which
organization is respongble for reviewing JAVA applet
source code. The code review can be done by the security
certifiers or athird party organization. It isthe responsbility
of the PMO to arrange code review.

The IMA documentation will be inspected to determine if JAVA agpplets are
implemented.

JAVA applets are permitted to be hosted only on serversthat are registered
with Intelink Central. The server registration process does not produce
written confirmation. Proof of regidration is demondration by the listing of
the mission gpplication server on the Intdink Centra Home Page.

Theregidration of JAVA gpplets can be done on-line with Intelink Central.
Copies of the regigration forms can be included with the mission gpplication
documentation as documentation of regigtration.

Documentation of applet code review must include the date of the review,
name and address of the reviewer(s), and dl findings from the review.

This requirement is Not Applicable if the IMA does not use a browser.

DOC-27 The IMA configuration and ingtdlation guide shal specify the network address and port number for proxy server(s) if required to

access the IMA web server.

REQUIREMENT CLARIFICATION

TEST METHOD

The use of network firewdlswill increasein the DODIIS

IMA documentation will be ingpected to verify that the address and port
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community. Proxy servers are used to permit certain types
of traffic (e.g., web traffic to pass the firewal boundary
without interception). IMAsthat maintain a central server
(or st of servers) for access by dlients throughout the
DODIIS community mugt inform Stesof  the address and
port number of the proxy server in order to accessthe IMA
saver. Therefore, thisinformation must be included in the
configuration and ingtdlation guide.

number of the proxy server (if present) isincluded with the configuration and
ingalation information.

This requirement is Not Applicable if the IMA does not use a browser.

DOC-28 The IMA documentation shdl specify Uniform Resource Locator (URL) for accessto the IMA as alogica hostname that can be

resolved by the St€'s name resolution service.

REQUIREMENT CLARIFICATION

TEST METHOD

The URL is necessary in order to accessthe IMA server. It
must be specified in the user documentation as alogica host
name rather than as a numeric Internet Protocol (1P)
address.

IMA documentation will be inspected to verify that the IMA URL is specified
asalogicd hogtname.

This requirement is Not Applicable if the IMA does not use a browser

DOC-29 IMA design documentation shal specify if secure HTTPS connections are required.

REQUIREMENT CLARIFICATION

TEST METHOD

Most currently used browsers support secure Hyper Text
Trandfer Protocal (http) communication. This requirement
amply states that the need for secure http communication

should be identified in the desgn documentetion.

IMA design documentation will be inspected to verify that the requirement for
secure http communication is Sated.

If the IMA does not use a browser this requirement is Not Applicable.

DOC-30 IMA design documentation shall specify the stlandards implemented by the IMA that are mandated by the Joint Technical Architecture

(JTA).

| REQUIREMENT CLARIFICATION

TEST METHOD
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The JTA edtablishes the minimum s=t of rules governing
information technology within Department of Defense
systems. The scope includes standards for information-
processing, information-trandfer, the structure of information
and data, human-computer interface standards for
information entry and display, and information-system
Security standards. Information technology includes any
equipment or interconnected system or subsystem of
equipment used in the automatic acquisition, storage,
manipulation, management, movement, control, display,
switching, interchange, transmission, or reception of data or
information. The JTA mandates the minimum st of
Sandards and guidelines for the acquisition of dl DoD
systems that produce, use, or exchange information. The
JTA must be used by anyone involved in the management,
development, or acquisition of new or improved systems
within the Department of Defense.

The DODIIS Ingtructions mandate that the acquisition and
development of IMAs comply with the stlandards specified
by the JTA. At thistime, evauation of actud implementation
of and compliance with JTA standards is beyond the scope
and resources of the JTF. Asaminimum, the IMA
documentation shal identify the services areg(s) that are
addressed by the IMA functiond design and shall identify in
the IMA design documentation the appropriate standards
mandated by the JTA that are implemented by the IMA...

IMA design documentation will be ingpected to verify that the following items
are included:

1. Identification of the services areas as specified in the Joint Technica
Architecture that the IMA addresses.

2. Specification (i.e., references) of each standard that isimplemented
by the IMA and that is mandated by the JTA for each service area
addressed by the IMA.

Thisrequirement is met if the IMA implements only standards included in the
JTA. TheIMA can implement standards that are not included in the JTA if
there is no corresponding standard in the JTA that performs the same
functions. If the JTA does not implement JTA standards, the design
documentation must specify either that the IMA has recelved approva from
the DMB to implement another standard and documents that approval, or
that thereis no JTA standard that implements the required functions.
Otherwise, the requirement is not met.
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3.2INSTALLATION AND CONFIGURATION

INST-1 IMA inddlation shdl not require ingalation of the operating system.

REQUIREMENT CLARIFICATION

TEST METHOD

In accordance with the integration methodology devel oped
by the DODIIS community, ingdling the IMA can and
should be done on a previoudy ingtalled and executing
operating system. There should be no requirement to reload
the operating sysem smply to ingtal another IMA.
Additional packages subsets/resource packs can be added
to the operating systems, and the operating system
configuration can be modified without requiring a new
inddlation of the operating system.

Re oading the operating system means the rest of the system
(i.e., other IMAS) must be backed up and restored. Thisis
atime consuming process, particularly if many workstations
in the Site are affected.

The objective is not met if the configuration and ingtalation documentation
cdlsfor an operating sysem reload or if the IMA’ s configuration and
ingtalation scripts reload the operating system. I the actud ingtdlation of the
IMA cannot be successfully completed without rel oading the operating
system, then the objective is not met.

INST-2 IMA ingdlation shal not require reingalation of currently loaded COTS or GOTS gpplications.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA may require the use of an earlier or later verson of
currently ingtalled software. This does not necessarily violate
the objective. The key point in this requirement is that the
ingdlation of the IMA must not assume or otherwise require
reingalation of current gpplications. If the required verson
of akey gpplication is dready present, then the ingalation
should proceed.

The ingalation process will be monitored for the ingdlation of COTS and
GOTS software. The objective is not met if ingtaled software matches the
release and verson of previoudy indaled software and ingtals without
prompting the user or if the ingtdlation process automaticaly ingtals additiond
COTS or GOTS software without checking if the software is aready present.
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INST-3 The IMA shdl not include bundled support gpplications.

REQUIREMENT CLARIFICATION

TEST METHOD

Support applications are software that are commonly used
by ether other applications or users. Thisincludes word
processors, spread sheets, browsers, and file transfer
utilities. These gpplications are typicaly provided by a
component of the infrastructure. Since these gpplications are
for generd use, the IMA design can assume that necessary
support applications are either present or can be readily
ingdled.

In some cases, it may be reasonable to bundle third party
software in the IMA ingdlation. This decison should be
based on the generd Utility of the third party software, the
cost and ease of procuring that software, and the probability
that the Site may aready possess the software. In dl cases,
the ingtdlation should not force the ingalation of the bundled
software, particularly if the software has been previoudy
ingtaled viaanother source. A reasonable gpproach is that
the adminigtrator is queried during the ingtallation process
whether the software should be installed.

The appropriate IMA documentation (e.g., Configuration and Ingtallation
Guide, VDD) will be examined to determine if support applications are
included in the digribution of the IMA. Following the inddlation of the IMA,
al directories that have been touched by the ingtallation process will be
examined to determine if any support applications have been loaded or
overwritten.

Verify that support applications are NOT bundled with the ingtaled IMA.
Examine the IMA directory tree and execute the command:

Unix; Is-atR
NT: dir/s

Examine appropriate directories to determine if any support applications have
been |oaded or overwritten.

For each support gpplication that is found, the finding must list the application
and its norma source of availability (eg., Intelink for abrowser utility) so that
the IMA ingalation will be able to specify where to obtain the application.

INST-4 ThelIMA shdl not include bundled implementations of any sandard network protocol.

REQUIREMENT CLARIFICATION

TEST METHOD

Since network protocols and services are provided by the
DODIISinfragtructure, it is outsde the scope of IMASto

Verify that the IMA design does not bundle any implementation of sandard
network protocols. After configuration and ingtalation of the IMA,
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bundle them within their own products. Ingtead, the IMA
must use the gpplication program interfaces provided by the
infragtructure. This prevents the inclusion of redundant and
potentialy non-interoperable software into the site-operating
environment and reduces the amount of IMA software that
must be managed. This requirement appliesto the use of
any network protocol, including Transmisson Control
Protocol (TCP)/IP and low-speed network communications
such asthe following:

- file transfer protocol
- telnet protocol
- mail protocols
- routing protocol
- remote procedure communication (e.g., Remote
Procedure Call (RPC))
- windowing protocols (e.g., X11)

directories (both system directories and directories owned by the IMA) that
have been accessed during the ingtdlation of the IMA will be examined to
verify that no network protocol software has been ingtalled.

For each directory that was accessed during ingtallation, examine the
directory tree and review files (i.e., x-ftp, ftp, etc.) by executing the
command:

Unix: Is-atR
NT: dir/s

Veify that the IMA design and ingdlation does not include bundled
implementations of any standard network protocol by inspecting thesefiles.

INST-5 IMA ingalation design shdl support ingtalation on user workstations and on application servers for export to user workstations.

REQUIREMENT CLARIFICATION

TEST METHOD

One god of the DODIIS infrastructure is to permit Stesto
dlocate their computing resources according to their needs
rather than according to the design of individud IMAs. An
IMA should be designed so that asite can ingdl it on
individua workstations or on an gpplication server. The
IMA design should not require a specific approach.

Usng the IMA ingdlation ingructions, the IMA will be loaded on auser
workgation. Once the ingtdlation is complete, test cases from the IMA tet
procedures will be executed to demonstrate the successful execution of the
IMA.

Usng the IMA ingdlation indructions, the IMA will be loaded on an
gpplication server. The IMA will be exported for execution by user
workgtations. Following ingtdlation of the IMA test cases from the IMA test
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procedures will be executed to demonstrate execution of the IMA on user
workstations.

INST-6 IMA shdl not modify the native programming utilities and libraries,

REQUIREMENT CLARIFICATION

TEST METHOD

In order to increase the portability of IMAs and to smplify
the ingtalation and management of IMAS, the infrastructure
sarvicesthat are available to IMAs must be kept stable.
Since the infrastructure will provide acommon s&t of
sarvices and functionsto dl IMAS, an IMA must not replace
or modify parts of the underlying operating system or
software run-time environment.

After configuration and ingtalation of the IMA, the date (i.e., modification
time, ownership, etc.) of the directories containing programming utilities and
libraries will be compared to the state of these same directories before the
IMA was ingdlled.

It is not acceptable for the IMA to ingdl| alibrary that isaduplicate of a
system library. On Unix platforms check the IMA utilities and library
directories by executing the following commands and noting the modification
date on each library:

sh

for i in /bin /usr/bin/sbin/usr/shbin/usr/openwin/bin/usr/ucb/usr/etc/lib

lusr/lib\

lusr/openwin/lib /etc/lib /etc/security/lib

do

echo Checking directory $i

Is-latR $i

done

On NT plaforms check the IMA utilities and library directories by executing
Andyzer tool.

INST-7 The IMA shdl not require modification of networking protocols or services.

| REQUIREMENT CLARIFICATION

TEST METHOD
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Since network protocols and services are infrastructure
sarvices, they are not “owned” by any IMA. Therefore,
modification of these servicesis not permitted.

This requirement aso covers dependencies of the IMA on
sarvices such as NIS and NIS+ on UNIX platforms. The
seection of such asarviceisaste choice, the IMA cannot
dictate which service the Site can use or force the Steto
modify the network information service configuration of
client and server systems. Instead, the IMA should be
designed to operate with either service running or with none
running. An IMA that explicitly requiresthe use of NIS
rather than being capable of operating under NIS or NIS+
will fal this requirement.

After configuration and ingtallation of the IMA, the Sate (i.e., modification
time, ownership, etc.) of the directories containing the networking protocol
and services will be compared to the state of these same directories before
the IMA wasingdled. The networking services are found within the
standard IMA directories.

Check to seeif inetd is configured to start a process differently from the
IMA process for agiven service or if the IMA has added a new, non-
standard service by executing the command:

NI S+:

Is-| /etc/services
If the time indicates that the file has been modified during the ingtdlation,
execute the command:

cat /etc/services
Continue by executing the command:

cd /var/nig/data or cd /var/nig<hostname>

Is-I services.org_dir.log
If the time indicates that the file has been modified during the ingtdlation,
execute the command:

niscat services.org_dir

NI S:
Is-| /etc/services
If the time indicates that the file has been modified during the ingtdlation,
execute the command:
cat /etc/services
Continue by executing the command:
cd /varlyplsrc
Is-l services
If the time indicates that the file has been modified during the ingtdlation,
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execute the command:
ypcat services

LOCAL:

Is-| /etc/services
If the time indicates that the file has been modified during the ingalation,
execute the command:

cat /etc/services

On Solaris platforms, verify that the "nsswitch.conf" file has not been dtered
asareault of the IMA ingdlation. Compare the contents of the
letc/nsswitch.conf file before ingtdlation of the IMA to /etc/nsswitch.conf
after ingdlation. There should be no changesto thefile.

INST-8 The IMA software and documentation shdl explicitly identify the software verson and release of IMA in both documentation and
software.

REQUIREMENT CLARIFICATION TEST METHOD

A DODIIS site must be able to exactly identify what it is This objective will be evaluated by ingpection of the software and

ingaling and configuring in order to ensure that the software | documentation for verson and release numbers. The information from both
iscurrent. Thisinformation ensures that the documentation | sources must match.  Software items to examine include Splash Screens,
and software are for the same verson and release. This About didog box, and Help.

information is aso necessary when reporting errors or
problems to a software support facility or help desk.

INST-9 The IMA can be un-ingaled using indructions provided in IMA configuration and ingtalation guide.

REQUIREMENT CLARIFICATION TEST METHOD

Operator errors or script problems may cause the IMA During ingdlation of the IMA, the test engineerswill record if the ingtdlation
ingalation to fail and thus require apartid or totd rollback | creates backup copies of system configuration files that are modified by the
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of theingalation. IMA ingalation should not be like a black
box with repect to determining exactly which portions may
have been ingtdled before afailure occurred. Additiondly,
theinitid point of failure may not be detected. This means
the ingtalation may continue even after part of the ingalation
hasfailed. The error may be discovered, or the whole
indalation may fail. During thistime, additiona undetected
€rrors may occur as consequences of the origina error. The
resdue |eft from the failed attempt may cause conflicts during
the next ingtallation attempt.

Without ingtructions to back out of the ingdlation, the only
way to fully insure adean reinddlaion may beto inddl the
entire IMA from the operating sysem up. Thisisadragtic
gep that should be avoided. Theingallation and rollback
drategy should be designed so that the ingtdlation would
only be rolled back to the point of failure or to the beginning
of the segment or module where the error occurred.

ingtallation process.

Configuration and ingtalation of the IMA will use incorrect data and/or script
errors to induce appropriate ingdlation failures. Following the ingdlation
fallure, the IMA will be un-ingadled using the indructions provided in IMA
documentation. The requirement is met if the IMA can be un-inddled
successfully, and the ingtdlation of the IMA can be successfully restarted and
completed.

If testing timeis available and circumstances permit, after the IMA has been
successfully ingdled, the IMA will be un-ingaled by following the
ingructionsin the IMA documentation. The requirement is met if the sysem is
restored to the dtate existing before the IMA was initidly ingdled. This
includes recovery of dl modified files, ddetion of any file systems that were
created during the IMA ingalation, and removd of any system configuration
changes that were made during IMA configuration.

INST-10 The IMA ingdler shdl not be required to make changes to indalation scripts as part of the ingtallation process.

REQUIREMENT CLARIFICATION

TEST METHOD

Ingtalation scripts are part of the IMA basdine. Direct
ingaler modification of configuration and ingtallation scripts
violate the concept of afrozen software basdine. IMAs
should be designed for Ste integration with choices
performed by logica operatorslike“if” and “ casg’
saementsingead of requiring the ingdler to modify the
script code at each Ste. Thisis especidly true for logical
choices involving the various operating systems supported by

The requirement will be verified during configuration and ingalation of the
IMA. Therequirement is essentidly not met if any indalation script is
opened for editing and any edits are saved. Changesto any ingtdlation
scripts that are required for the configuration and ingtdlation to be
successfully completed will be recorded by the JITF. Changes include
adding or modifying environment variable declarations, modifying file and
directory paths, correcting typographica errors, and modifying script logic.
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the IMA. If physica changes must be made to the scripts at
end sites, the changes should be generated by other code,
which isincluded in the software basdline.

INST-11 The IMA inddler shal not be required to enter extraneous or superfluous information during installation.

REQUIREMENT CLARIFICATION

TEST METHOD

Software modules can often be reused in environments and
contexts other than their origina purposes. Software reuse
is highly recommended and promoted by the DODIIS IMA
integration methodology. Reused software should be
transparent to ingtalers and include only the software
modules actudly being reused. During ingdlation of a
reused module, the ingtaler should not be prompted for
information that is not applicable to the new use for which
the software is being gpplied. Additiondly, theingdler
should be prompted to enter what is necessary to enter and
not what was entered in the software’ s previous use.

Input thet is required during configuration and ingtdlation of the IMA will be
examined for extraneousinput. The objectiveismet if dl input is judged as
relevant to the current use of the software. The objective is not met if the
input refers to non-existent objects or purposes that are not part of the design
of the current IMA.

INST-12 Manud input for configuration and ingtdlation shal be limited to responding to prompts and/or editing configuration file(s) and shal
not involve entering information that the script can obtain autometicaly.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA adminigrator/installer should not be required to
enter large amounts of data during the ingtalation process.
The ingalation process should prompt the administrator
when input is required, but the amount of information should
be kept smdl in order to lower the probability of input error.

Entry of highly technical and product-specific data may

Configuration and ingalation of the IMA will verify the objective. The
objective will not be met if, during the ingdlation, low level commands and
data need to be repeatedly entered from the configuration and ingtallation
documents.
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increase the difficulty of determining where errors may have
occurred during ingdlation. The problem is particularly
acute when the commands and data are beyond the
knowledge leve of the ingdler.

The ingdlation script should not prompt the ingtaller for
system or IMA information that can be obtained
automaticaly. Examples of such information include
hostname, addresses and operating system version.

INST-13 Theinitid configuration and ingtallation parameters shall be consstently set across the software components comprising the IMA.

REQUIREMENT CLARIFICATION

TEST METHOD

In some cases, inconsgtently set parameters are due to a
failure to reconcile the parameters between the various
modules of the IMA software. This may happen, for
example, when some modules of the IMA software are
redesgned for a new release without examination of the
other modules for resulting discrepancies or conflicts. The
discrepancies or conflicts may exigt in paths (including library
paths) and environment variables, as set in various modules
of the ingalation script.

Examine ingdlation scripts and identify parameters (e.g., environment
variables, path names, configuration settings) thet are initiadlized more than
once, even to the same vaue.

The requirement is not met if the ingadler must manually set an ingtdlation or
configuration parameter more than once (e.g., initidizing the root directory for
the gpplication).

The requirement is not met if the same ingalaion parameter is not initidized
with the same vauein al cases and must be modified to enable the indtalation
to continue normally.

INST-14 The IMA shdl not reserve an explicit group identifier (ID) or user ID on Unix platforms or a specific user/group on NT platforms.

REQUIREMENT CLARIFICATION

TEST METHOD

Selection of user and group I1Ds across the DODIIS
community can be difficult. AnIMA cannot assume that any

The IMA configuration and ingtalation guide will be examined for the
presence or absence of instructions to add specific IDs for groups or users
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given ID vaue or range of 1D vauesisnot dready inuse a a | and users required by the IMA configuration.
dgtewherethe IMA will beingdled. Therefore, it is better
to refer to logica user and group names instead of specific Verify that explicit default values are NOT required by executing the
ID vadues. ThelMA configuration and ingdlaion document | following commands:

may recommend one or more vaues for IDs, but if it does NIS+:

30, the documentation should aso recognize the possibility of niscat passwd.org_dir | more

conflicts and include steps to resolve conflicts that do occur. | Continue by executing the command

niscat group.org.dir | more

NIS:
ypcat passwd | more
Continue by executing the command
ypcat group | more

LOCAL.:
Is-I /etc/passwd
If the time indicates that the file has been modified during the ingtdlation,
execute the command:
cat passwd | more
Continue by executing the command
Is-I /etc/group
If the time indicates that the file has been modified during the ingalation,
execute the command:
cat group | more

For NT:
Prior to ingalation of the IMA, execute the following steps. From the " Start”
menu salect:
Programs->Administrative Tools->User Manager
A ligt of loca users will be displayed. Record the users listed.
Following ingalation of the IMA, repesat the above sequence and examine
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thelist of usersin the User Manager. Make anote of any differences.

Note: Adding usersto the system requires that the user has adminidrative
privileges. If theingdlation of the IMA was not done viaa user with
adminigrative privileges, then this step is unnecessary, and the requirement is
Met.

INST-15 The IMA shal not bundle Commercid Off-The-Shelf (COTS) or Government Off-The-Shelf (GOTS) software in its directory tree.

REQUIREMENT CLARIFICATION

TEST METHOD

COTS or GOTS software used by the IMA shall be
ingtdled as unbundled gpplications in accordance with the
directory conventions specified in the DODIIS integration
requirements. For example, if an IMA usesthe COTS
product XYZmaker, then the product shdl beingdled in the
directory /opt/XYZmaker .

There are no standard ingtallation locations on the NT,
athough %SystemDriveYo\Program Files\app is a defacto-
dandard. The IMA should default to the program files
directory.

Following ingalation of the IMA, the directories containing IMA fileswill be
examined. Review directories that might contain COTS or GOTS
executables and data files by executing the command:

Unix: Is-latR
or
NT: dirls

Verify that COTS or GOTSfiles are not bundled in with the IMA directory
tree.

INST-16 Ingalation of the IMA shdl not replace resources that are used by other IMAS.

REQUIREMENT CLARIFICATION

TEST METHOD

An IMA shdl not replace or modify aresource such that it is
configured solely for the preferences of that IMA and no
other.

Thisreasoning is applied to resources such as utilities,

Ingpection of workstation resources will include files that are referenced
during booting and initidization of the workgtaion. Thesefilesinclude inittab,
ttytab, and inetd.conf, as well as resources that are referenced by operating
system sarvices and user gpplications during tartup and execution, including
as XKeysymDB, Xdefaults, and user preference files such as .cshrc.
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environment declarations, and configuration files that may be
used by more than one IMA. Thisincludes not only the
resources provided by the operating system, but aso the
resources that are provided by the DODIIS infrastructure.

This requirement has broad uses. It appliesto system-wide
resources such as operating system functions like printing
command shells and X 11 resources, and it aso appliesto
resources that are tailored for each user such as . Xdefaults
files

Appending IMA specific information to resource filesis acceptable.
Modifying objects that may be referenced by other applicationsis not
acceptable.

INST-17 The IMA shdl not overwrite or replace the native RPC map.

REQUIREMENT CLARIFICATION

TEST METHOD

Since an IMA cannot assume that it has control over the
configuration of workstation resources, it cannot modify the
default or standard RPC vaues. Thismay cause
unpredictable behavior on the part of other gpplications.
The IMA may append additional RPC vaues that do not
conflict with registered RPC values.

For UNIX:

Verify that the IMA design does not require overwriting or replacing the
native RPC Map and that the ingtdlation of the IMA does not include
overwriting or replacing the native RPC Map.

The contents of the /etc/rpc file and the rpc map will be examined.

NISt:
Is-I /etc/rpc
If the time indicates that the file has been modified during the ingdlation,
execute the command:
cat /etc/rpc
Continue by executing the command:
cd /var/nig/data or cd /var/nis/<hostname>
Is-I rpc.org_dir.log
If the time indicates that the file has been modified during the ingdlation,
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execute the command:
niscat rpc.org_dir

NIS
Is-I /etc/rpc
If the time indicates that the file has been modified during the ingalation,
execute the command:
cat /etc/rpc
Continue by executing the command:
cd /varlyplsrc
Is-l rpc
If the time indicates that the file has been modified during the ingalation,
execute the command:

ypcat rpc.bynumber

LOCAL:

Is-I /etc/rpc
If the time indicates that the file has been modified during the ingalation,
execute the command: cat /etc/rpc

For NT:

Examine the RPC registry keys for modifications. Specific keysto examine
are;

HKEY_LOCAL_MACHINE\SOFTWARE\Description\Microsoft\Rpc
HKEY_LOCAL_MACHINE\SOFTWAREMicrosoft\Rpc
HKEY_LOCAL_MACHINE\SOFTWAREMicrosoft\tRPCLOCATOR
HKEY_LOCAL_MACHINE\SY STEM\CurrentControl Set\Enum\Root\L EGA
CY_RPCSS

HKEY_LOCAL_MACHINE\SY STEM\CurrentControl Set\Services\RPCL O
CATOR

HKEY_LOCAL_MACHINE\SY STEM\CurrentControl Set\Services\RPCSS

35




UNCLASSIFIED

INST-18 The IMA shdl not require secure Network File System (NFS).

REQUIREMENT CLARIFICATION

TEST METHOD

There are documented incompatibilities between secure
NFS and other NFS implementations.

The appropriate IMA documentation (e.g., Software Design Document
(SDD), Configuration and Ingtdlation Guide) will be examined to verify that
shared file IMAS do not require secure access.

Verify that the “secure” option is not specified for any shared file IMA by
executing the command:

(SOLARIYS): cd /etc/dfs
For each file system in thefile "dfstab” that is an NFS file system, verify that
the "secure’ option is not specified. Repest this examination in thefile
"sharetab'.

This requirement is Not Applicable for the NT.

INST-19 IMA filesshdl be contained in /opt/IMA_name or /opt/hosthame#/IMA_name.

REQUIREMENT CLARIFICATION

TEST METHOD

On UNIX systems, the IMA directory structure will be
compliant with the following formet:

/opt/application_name

/help  /man /bih /include /etc

Asaresult, an IMA that is exported to client workstations
shdl belocated in /export/opt/hostnamet/

To verify the location of IMA files, execute the command:

find / -name application_name -print where "gpplication_name" isthe
name of the base directory containing IMA files

or
cd /opt/application_name
cd /opt/hostname#/IMA_name
Is-latR
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application_name. The phrase "hostname#' smplifies
digtinguishing between network file IMA (NFS) servers and
between disks on the same server by using the disk number
(e.g., /export/opt/main_server 1/amhs). These
conventions clarify the administration of exported IMAs and
smplify the use of the automount function provided by Unix
operating systems.

This convention gppliesto dl directories found under /opt.
For example, if IMA executables are located on a server,
the executable path would be
/export/opt/server_name/bin, assuming that only onefile
systemn on the server is used for exported files.

Verify that the base directory islocated either under /opt or /opt/hostname#,
as appropriate.

For IMAsthat support Windows NT, the gpplication folders should comply
with the Microsoft Logo specification. For NT the gpplication should be
ingaled in “%SystemDrive%o\Program Files\gppname’, where
%SystemDrives is the drive identifier where Windows NT isingaled. The
ability to override this directory should be provided.

INST-20 The IMA shdl only use colors defined in the standard color data base.

REQUIREMENT CLARIFICATION

TEST METHOD

Referencing colors by logical names rather than hexadecima
grings improves the portability of the IMA. The standard
color data base for X 11 is defined in thefile rgb.txt whichis
typicdly located in /usr/lib/X11. TheIMA should reference
colors by the namesincluded in thisfile Snce al sysems that
use the X11 windowing system will have the stlandard color
data base.

A IMA may not add new colorsto the color data base.

Verify that the IMA does not redefine color names or numerica color codes.
The platform color name data base file will be examined to determine if any
changes have been introduced ether after configuration and ingdlation of the
IMA or asaresult of execution of the IMA by executing the command:
SOLARIS:

Is-I /usr/lib/X11/rgb.txt

or

Is-l /usr/openwin/lib/rgb.txt

All IMA resourcefiles (eg., .Xdefaults, IMA filesin /usr/lib/X11/app-
defaults, etc.) will be examined for specification of colors by hexadecima
srings rather than by ASCII name that appearsin the rgb.txt. It is acceptable
to reference an exigting color by its hexadecima string.  Such practice should
be noted. It isnot acceptable to reference a hexadecimal string that does not
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correspond to any color in rgb.txt.

Thisrequirement is Not Applicable for NT.

INST-21 The IMA shdl use only fonts from the platform's native font set.

REQUIREMENT CLARIFICATION

TEST METHOD

The objective of this requirement is to reduce font problems
when awindow is exported from one platform to another.
Unix vendors support the MIT X11 fonts dmost universdly.
This requirement does not mean that the actua font encoding
must be used. Instead, the fonts (by name) that are used by
the IMA must be in the set distributed in X11R5. The actua
font encodings are provided with the platform's X server.

Windows NT supports arich font set. In generd, an IMA
should not require a set of additiond fonts.

COTS gpplications that are integrated into the IMA may
bring additiond fonts with them. These fonts are consdered
outside the scope of this requirement.

Verify that the IMA usesthe fonts that are provided in the platform’s native
font set. After the ingtalation of the IMA, the directories that are touched
during IMA configuration and ingdlation will be examined to verify that the
IMA does not include additiond fonts. The IMA library directories should
be checked. Directories, including IMA directories, should be examined for
Motif and X11 libraries by executing the commands.

cd /usr/lib/X11

Is-latR

cd /usr/openwin/lib/X11

Is-latR
Verify that the directories reviewed, including IMA directories, only contain.
the fonts from the platform’s native font set. Review each ligt, checking the
modification times. A modification date during the IMA ingdlation may
indicate that the IMA is adding additiond fontsto the IMA.

Applications may include afont directory in the IMA tree. It may be
necessary to examine the environment variables set by the IMA to determine
in what directories the IMA searchesfor fonts.

INST-22 The IMA shal not require specific settings of permissions and ownership of browser files and directories.

REQUIREMENT CLARIFICATION

TEST METHOD

File and directory permissions and ownership must be st in

The permissions and ownerships of the browser files and directories will be
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accordance with the Site security policy. Default directory
permissions after a browser ingtalation enable usersto do
things such as download plug-ins as needed. This may
violate the site security policy, and permissions must be s,
after the browser isingdled, to conform to the Ste security
policy. ThelMA design must take this and related file or
directory configurations into account and be sufficiently
robust in order to function properly with any adequate
browser that has been ingtalled and configured per Ste

policy.

recorded before the IMA isingdled. Following successful ingtdlation of the
IMA the browser files and directorieswill again be examined to determine if
any file or directory permissions or ownership has changed.

If the IMA does not use a browser this requirement is Not Applicable..

INST-23 Ingdlation of the IMA dlient shal not modify the home page settings of users.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA dient should not require either manud or
automated modification of home page settings for generd
users. A generd user must be permitted to select his or her
default home page.

Some browsers support profiles that can specify settings
such as default home page. By sdlecting the gppropriate
profile, the user can tailor hisor her browser environment for
the IMA without overriding the default settings. The IMA
documentation can recommend definition of user profiles for
this purpose.

Prior to ingaling and using the IMA, the user will sart the browser and note
the default home page. After the IMA has been ingtdled and isready for the
genera user, the user will sart the browser and note the default home page.
The default home page should be unchanged.

If the IMA does not use a browser this requirement is Not Applicable..

INST-24 Ingdlation of the IMA dient shdl not overwrite or modify default browser configuration settings of any user.

REQUIREMENT CLARIFICATION

TEST METHOD

Browser configuration settings are typically accomplished by

Prior to ingaling and using the IMA, the user will gart the browser and note
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esch user rather than as globa settings. Theingdlation of the
IMA dlient should not include an automated modification of
any user's default browser configuration settings. Such
changes may conflict with ether the user's preferences or
with ste policy. Instead, the IMA documentation should
provide sufficient information that each user can set hisher
browser preferences or settings appropriately.

the default settings. After the IMA has been ingtalled and is ready for the
generd user, the user will start the browser and note the default settings. The
default settings should be unchanged.

This procedure will be performed for each browser ingtalled on the test
workstation.

If the IMA does not use a browser this requirement is Not Applicable..

INST-25 Ingdlation of the IMA dient shdl not require modification of the user's mail and news configuration.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA implementation cannot assume thet the mail and
news activities of any user will be accomplished ina
particular way. Browsers offer both mail and news functions
but steswill vary asto the extent that these functions are
used. TheMA cannot require the use of these features to
implement some or dl of its functions.

Prior to ingaling and usng the IMA, the user will note the default mail and
news configuration (i.e., which mail and news utilities are executed). After the
IMA has been ingtdled and is ready for the genera user, the user will note the
default mail and news configuration. The configuration should be unchanged.

If the IMA does not use a browser this requirement is Not Applicable..

INST-26 The http server directory structure shal be separate from the html documents directory.

REQUIREMENT CLARIFICATION

TEST METHOD

The http configuration directory istypicaly separated from
the Hyper Text Markup Language (html) documents
directory in order to prevent web users from inspecting the
server configuration files and discovering potentia
vulnerabilities.

Following ingdlation of the IMA server, the hitp configuration will be
examined to determine that the html documents directory is separate from the
http server directory.

eg.
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...I<http server root directory>/etc/httpd.conf
ServerRoot “/opt/\WWWW/apache”

.../< html document root directory >/etc/srm.conf
DocumentRoot “/opt/\WWW/htdocs”

If the IMA does not use a browser this requirement is Not Applicable..

INST-27 An “index.html” or equivaent file shal be used to control default web pages.

REQUIREMENT CLARIFICATION

TEST METHOD

The use of aweb interface to the IMA server should not
permit a general user to browse through the server’s
directories and files. The existence of an “index.html” or
equivaent file in the directory eiminates the ability of auser
to obtain listings of directories and files on the web server.
Thisfileis specified in the server configuration. Without this
file, if the URL for the web server specifies only adirectory,
then the httpd daemon returns alisting of that directory back
to the user.
If afile other than “index.html” is used, then thisfile should
be specified in the documentation provided by the IMA.
eg.: .../apache/etc/ssm.conf

Directorylndex index.html index.cgi

Following the ingalation of the IMA server, the IMA documents directories
will be examined to verify the exigence of the "index.html" filein each
directory under the Document Root directory.

If theindex.html fileis not present, then the "sm.conf" file in the server
configuration directory will be examined to verify that an index fileis
specified. The IMA directories will be examined to verify thet thisfile exists
in each directory under the Document Root directory.

If the IMA does not use a browser this requirement is Not Applicable..

INST-28 All URLs referenced in html links shall contain at least one‘.’.

REQUIREMENT CLARIFICATION

TEST METHOD

Depending upon its implementation/configuration, the
browser may permit different settings for intranet (i.e., web
gtes within an organization’s network) versus internet (i.e,

The IMA will be executed through the browser. A representative set of web
pages will be traversed and each URL will be noted. The expansion of each
URL will be examined to verify thet it contains a least one'.".
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web Stes outsde an organization's network). Settings for
intranet web sites may be less redtrictive than those for
internet access (e.g., clients are alowed to execute JAVA
gpplets from intranet Stes but not from internet Stes.

Theabsenceof a*.’ inthelogica host name usudly indicates
adtethat isin the loca domain or intranet and the browser
will use appropriate settings. If asiteisnot part of the
intranet and the referenced URL does not containa*.’,
incorrect settings may be used by the dlient. A complete
hostname in the URL will remove the ambiguity between
intranet and internet access.

If the IMA does not use a browser this requirement is Not Applicable..

INST-29 The “httpd” and any IMA required daemons shdl be started automatically when the server boots to multi-user mode.

REQUIREMENT CLARIFICATION

TEST METHOD

Thisis primarily a matter of level of effort on the part of the
adminigtrator to sart the IMA web server/server. The
automatic startup ensures that daemon are Sarted with the
same options each time and eiminates potential human error.

The system gartup files for the server platform will be examined to verify that
an entry for the daemon exists. The platform will be shut down and restarted.
The daemons will start automatically without additiona steps on the part of
the test engineer.

INST-30 The web server shal log al connections and data requests that are received by the httpd daemon.

REQUIREMENT CLARIFICATION

TEST METHOD

Logging by the server assgsin identifying operationd
problems as well as providing arecord of accessto the
sarver. If logging is used asthe primary auditing tool, then
the log record should include the date and time, the host
name, the files or services accessed, and, if possible, the

TheIMA sarver configuration files will be examined to verify thet logging by
the httpd daemon is enabled.

The test engineer will accessthe server through the browser interface. The
test engineer will perform severd test transactions with the IMA server. The
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username.

test engineer will then examine the httpd log file and verify that the accessis
recorded and that the correct date, time, and host names are recorded.

If the IMA does not use a browser this requirement is Not Applicable..

INST-31 The web server configuration shal implement Discretionary Access Control (DAC).

REQUIREMENT CLARIFICATION

TEST METHOD

Web servers provide the cgpability to configure and enable
DAC to server resources.

For example, the files access.conf enables access control on
an httpd web server. The .htaccess defines access control
per directory and can modify the globa directives contained
in access.conf.

After the IMA server has been ingdled, the web server configuration will be
examined to verify that DAC has been enabled.

For httpd servers, verify the presence of the “access.conf” file. The test
engineer will access the server viaa browser and eva uate the access control
as defined in the access.conf file. The directories under the document root of
the server document directory tree will be examined for the presence of
.htaccess files. For directories that do not contain .htaccessfiles, the server
will be accessed via a browser, and the test engineer will browse through
each directory. The test engineer will evauate whether he or sheis ableto
exploit any security rdevant functions due to the absence of .htaccessfiles.
The requirement is met if the DAC configuration is defined and if the test
engineer is unable to view information or exploit functions for which agenerd
user is not authorized.

If the IMA does not use a browser this requirement is Not Applicable.

INST-32 The httpd daemon shal be owned and run by a user name that is not superuser (Unix) or an administrative user (NT).

REQUIREMENT CLARIFICATION

TEST METHOD

Files directories and processes that are not directly related
to operating system and platform management should not be

The ownership of the httpd executable file shal be examined to verify that it is
not owned by root (Unix) or an administrative user (NT).
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REQUIREMENT CLARIFICATION

TEST METHOD

owned by a superuser (root on Unix and an administrator
userson NT) to limit security vulnerabilities and to avoid the
need for superuser access to manage the IMA.

After the httpd has started, the ownership of the httpd process shdl be
ingpected to verify that it is not owned by root (Unix) or an adminidrative
user (NT).

If the IMA does not use a browser this requirement is Not Applicable..

INST-33 Web IMA file names shdl use gppropriate file name extension for the content type.

REQUIREMENT CLARIFICATION

TEST METHOD

The standard file name extensions are used to improve
portability of the IMA across platforms. The extenson is
used by aweb browser to map the file to the appropriate
goplicaion (eg., viewer or plug-in) to view thefile.

Intelink documentation identifies the following common file
extensions that are recognizable by web browsers. Note that
this does not assume that the workstation has the needed
applications ingdled; the IMA documentation should specify
the viewers that are necessary for proper execution.

File Type Extension
Pain text Ixt
html document .html, .htm
GIF image of
TIFF image tiff
XBM bitmap image Xbm
JPEG image pg. jpeg
Postscript fil ps
AlFF sound aff
AU sound au

Thefilesin the web server documents directory will be ligted using the
command:

Is -latR
For each document file listed in the output, the file name extension will be
matched to the Intelink standard file name extensions.

The requirement is met if the file name extensions used by the IMA are
included in the Intdlink list of standard file name extensons. The requirement
may aso be met if file name extensions are not found on the Intdlink list, but
the file can be viewed by the commonly used web browsers (i.e., Netscape
and Internet Explorer) without additional modification by the user beyond
what is stated in the IMA documentation.

If the IMA does not use a browser this requirement is Not Applicable..




UNCLASSIFIED

QuickTime movie .mov
MPEG movie  .mpeg, .mpg

Thisisnot an dl-inclusive ligt; browsers such as Netscape
recognize alarger set of file name extensons, and thislist can
be modified by auser. The IMA documentation must include
indructionsto obtain, ingtal, and configure needed viewers
and plug-ins.

INST-34 Readme files and errata sheets shdl contain only last minute and errata type information that could not be incorporated into the fina
printing of the officid configuration and indtdlation guide.

REQUIREMENT CLARIFICATION TEST METHOD
Readme files and errata sheets should not be used for whole | The contents of the readme files and errata sheets will be reviewed during the
portions of the configuration and ingtdlation document. ingdlation of the IMA. The objective is met when the configuration and
Instead, these ingtructions should be in the formd inddlation is successfully completed using the configuration and ingdlation

configuration and indalation guide. Typicd useof readme | document with minima information, or no informeation, taken from readme
filesarefor last minute and errata type information that could | files and errata sheets.
not be added to the ddliverable guide before it was printed.

INST-35 The mediadelivered by the PMO to the J TF will include only the basdline for the release verson under test.

REQUIREMENT CLARIFICATION TEST METHOD

The PMO will ddiver to the JTF software that reflectsthe | The directory tree of the delivered media and the ingtdlation application will
delivery to DODIIS stes. This should only bethe basdline | be examined for files and directories that are extraneous to the software
release verson that is cleaned of underlying development basdine,

environment files. Old development datafiles, scripts,
backups, and other extraneous files that have no placein the
basdline should not be distributed. Thisaso appliesto
development data files, scripts, backups, database files, etc.,
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| that are planned for future releases.

INST-36 The ingdlation and configuration of the IMA shal be completed in 20 working hours.

REQUIREMENT CLARIFICATION

TEST METHOD

Ingtalation and configuration covers the entire processing of
loading software and modifying configuration files and
parameters for successful operation of the IMA. It does not
include loading of IMA data.

The 20 hour limit is 20 sequentid hours. If theinddlation is
permitted to execute overnight (e.g., to extract software
from media), the overnight hours are included in the time
required to ingdl the IMA.

The date and time at the beginning of the ingtdlation will be recorded. Once
the IMA has been ingtaled and configured, the date and time will again be
recorded. Ingalation is completed after dl required Sepsin the ingdlation
and configuration guide are performed successfully AND software verification
Is performed successfully. The time required to execute the software
verification gepsisnot included in thetime to ingdl the IMA.

INST-37 The IMA design shal not prohibit installation and operation of the gpplication on a platform shared by other gpplications.

REQUIREMENT CLARIFICATION

TEST METHOD

Onegod of the DODIIS architecture isto give the Stes
flexibility in sdecting how each IMA will beingdled and
used. AnIMA that, by design, permits sharing of aplatform
with other IMA servers dlows Stes to sdlect platforms
based upon IMA performance and resource usage. An IMA
that, by design, requires a dedicated platform may hinder
integration of the IMA into aste Smply because computing
resources - i.e., platforms and software - are duplicated
unnecessarily.

Resource sharing by applications should include more than
amply coexigting on the same platform. It should include
sharing computing resources such as data servers. At this

Application configuration and ingdlation guide will be ingpected to verify that
the ability to share a server platform is specified. During ingtalation and
configuration of the IMA, the test engineers will note the configuration
parameters that will prevent the IMA to operate on a platform shared with
other gpplications.
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time, guidelines and conventions to accomplish this are not
specified. These guiddines and conventions must be
documented to dlow IMAs to fully share computing
resources efficiently.
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3.3ENVIRONMENT

ENV-1TheIMA shdl not modify sysem filesin any way that causes the computing platform to fail to boot if the IMA dlient or IMA server is

unavalable

REQUIREMENT CLARIFICATION

TEST METHOD

An IMA cannot assumethat it “owns’ the platform or
platform resources. The workgstation or server isa user tool,
and accessing a specific IMA isonly part of what a user may
do during alogin sesson. Sincedl IMAsat theste are
integrated into the operating environment, the inaccessibility
of aparticular IMA does not mean that the user will not be
able to perform useful work. The actud booting of the
workstation must not be dependent upon the accessibility of
any or dl IMA sarvers. Likewise, a server platform may
host one or more server IMAS. Even on a server platform,
the booting process must not be modified to hat or in some
way hinder the boot process if the server IMA is unavailable
for some reason.

The IMA configuration and ingdlation guide, will be reviewed to determine if
any boot files are modified by the ingdlation. The documentation will be aso
be examined to determine what workstation resource files are modified by the
ingalation. Following ingdlation of the IMA, the boot files of the
workstation will be examined to determine if the modifications made by the
IMA ingdlation process will prevent booting if the IMA server is unavailable.
Thefiles examined will indude theinit filesfor the operating sysem: (eg., for
Unix)

[etc/rc*

Isbin/rc*

/etc/services

[etc/* .conf

Onthe NT, init files for the OSindude: Config.sys, Autoexec.bat, |O.SY'S,
MSDOS.SY'S, WIN.INI, and SYSTEM.INI. Theregistry aso playsan
important role in the boot process. The NT Andyzer will be used to identify
changesto thesefiles.

After successful configuration and ingtalation of the IMA, on both a server
platform and on generd user workstations, perform the following:

Halt agenerd user workstation. Hat the host on which the IMA server
executes. After the server host has hated, reboot the user workstation. The
workstation will complete its boot sequence and the XDM login screen will
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| be displayed.

ENV-2 Execution of the IMA shdl not replace or ater system resources that are used by other IMAS.

REQUIREMENT CLARIFICATION

TEST METHOD

An IMA shdl not replace or modify aresource such thet it
is configured solely for the preferences of that IMA and no
other.

This requirement applies to workstation resources such as
utilities, environment declarations, and configuration files
that may be used by more than one IMA. Thisincludes not
only the resources provided by the operating system, but
also the resources that are provided by the DODIIS
infrastructure. Operating system and infrastructure patches
are adso covered by this requirement; the IMA cannot back
out a patch and replace it with a newer version.

The requirement applies to system-wide resources such as
operaing system functions like printing command shdlls and
X11 resources and to resources that are tailored for each
user such as . Xdefaultsfiles

On Solaris platforms, the process monitor will be used to identify files that are
opened for writing by the IMA. For each file that is a system or user resource,
the test engineer will verify that the IMA does not overwrite the file or replace
any information in thefile that is not specific to the IMA.

On the NT, output from the Anayzer tool will be examined.

The test engineer will verify that patches have not been backed out during the
IMA ingdlaion.

ENV-3 ThelMA shdl not prevent or dter login if the IMA server or client is unavailable.

REQUIREMENT CLARIFICATION

TEST METHOD

Stopping the execution of the IMA server software, hdting
the host on which the IMA server executes, or modifying the
client IMA configuration so thet the IMA client software is
unavailable will not affect the user's ahility to login to the

After successful configuration and ingtdlation of the IMA on both a server
platform and on generd user workgtations, perform the following:

Stop the execution of the IMA server software. The operating system and
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workstation. other services of the host on which the IMA server executes will Hill be
avalable. After the IMA server has stopped, ping the hogt to verify that it is
running and accessible. Login to agenera user workstation. The login will
complete normaly and the user will be presented with the sesson
environment and desktop, if one is configured for that sesson.

Halt the host on which the IMA server executes. After the host has halted
login to a generd user workdtetion. The login will complete normdly, and the
user is presented with the sesson environment and desktop if oneis
configured for that session.

Restart the server host and the IMA server software. On a general user
workgtation, modify the client IMA configuration so that the IMA client
software is unavailable. This can be done by ether 8) moving the client
executable file(s) to an inaccessible location on the user workstation or b)
temporarily renaming the client executable file(s). If the client server is
obtained viafile sharing from an IMA server, dther a) or b) must be done on
the IMA server. Accessto the IMA server isnot dtered. Oncethis has
been completed, log out of the workstation. Login to the general user
workstation as agenerd user. Thelogin will complete normdly, and the user
IS presented with the session environment and desktop, if one is configured
for that sesson.

ENV-4 The client gpplication(s) of the IMA shdl launch from the background menu or from an icon on the desktop.

REQUIREMENT CLARIFICATION TEST METHOD

This objective verifies that the client gppl.ications for the The requirement is not met if the application must be started by the user from
IMA will launch successfully from the background menu acommand line.

sdection or by initidizing the IMA from an icon on the
DODIIS desktop. Following configuration and inddlation of the IMA on the generd user
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workstation, the background menu item(s)/icon corresponding to the IMA
will be selected. Sdlected test cases from the IMA test plan will be executed
if norma operation of the IMA is not readily apparent.

ENV-5 The server gpplicaion(s) of the IMA shal not require manua launching by an adminigrator.

REQUIREMENT CLARIFICATION

TEST METHOD

Server gpplications should start automaticaly in order to be
available to requests from users at dl times when the server
platform is operating. A server application can be Sarted at
the time the platform boots (e.g., by execution of a boot
script during system booating). It can aso be spawned by a
system process (e.g., "inet.d") whenever auser request is
received. The adminigtrator should not be required to
manudly start the server application for norma operation.

The requirement is not met if server goplications for the IMA must be started
manudly.

If the IMA design implements restart of the server gpplications for the IMA
during system reboot, the server platform will be halted and rebooted.
Following the completion of the reboot, the process table will be examined.
The requirement is met if the server processes for the IMA are executing.

If the IMA server gpplications are spawned by a system process upon
receipt of auser request, the server platform will be set in an idle gate (i..e.,
No user requests are being processed or are pending). The process table will
be examined to verify that no server applications for the IMA are executing.
A request for datawill be transmitted from a client application for the IMA.
The process table for the server platform will be examined again to verify that
IMA server gpplications are now running.

ENV-6 IMA environment variables shdl be defined in the form of PRODUCT_VARNAME.

REQUIREMENT CLARIFICATION

TEST METHOD

For UNIX systems, developers should assume that the
following variables are globa and have been defined by the
gte PATH, HOME, TERM, TZ, LOGNAME, SHELL, and
TMPDIR. The developer shdl only define variablesthat are

The IMA configuraion and ingdlation guide will be examined to verify that
environment varigblesinitidized by the IMA are defined in the form of
PRODUCT_VARNAME.
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gpecific to the IMA and follow the format pecified in this
requirement. By following the variable naming convention,
the probability that the IMA may overwrite or redefine
variables of other IMAsislimited.

Note that variables that are defined locdly to the execution
of theIMA (eg., from alaunch script) will not conflict with
variables that are defined either globdly or localy by other
IMAs. Locd definition of variablesis preferred to globaly
defining variables that have meaning only to one IMA.

For NT, there are savera environment variables reserved:
ComSpec, LOGONSERVER, HOME_DRIVE,

HOME _PATH, NUMBER_OF PROCESSORS, OS,
PATH, PATHEXT, PROCESSOR_ARCHITECTURE,
PROCESSOR_LEVEL, PROCESSOR_REVISION,
SYSTEM_DRIVE, SYSTEM_ROOT, TEMP, TMP,
USERDOMAIN, USERNAME, USERPROFILE, windir

NOTE: If PATH references the environment variable
%SystemR0o0t%, the environment variable must gppeer firs.
If %SystemRo0t% is not used to refer to the Windows NT
Directory in the Path Statement, then the order of the path
Statement does not matter.

For example, if the PATH is st to “ %SystemRoot%;C.\, it
must appesar in that order — it cannot be
“C:\;%SystemRoot%’. However, if PATH isset to
“C:\WINDOWS NT;C:\", then the order does not matter,
since the environment variable does not have to be resolved.

Following configuration and ingtdlation of the IMA, the launch scripts used to
invoke execution of the IMA will be examined to verify that dl environment
variables initidized in the launch scripts dso follow the required format. The
examination will include any data added to the infrastructure session
management configuration files during the configuration and inddlation of the
IMA.
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ENV-7 The IMA shdl use the directory defined by the TMPDIR environment variable for dl temporary files.

REQUIREMENT CLARIFICATION

TEST METHOD

On Unix sysems, TMPDIR isaglobdly defined
environment varigble that isinitidized a the beginning of any
login session in the DODI IS infrastructure. TMPDIR
defines adirectory that is used for temporary files.
Temporary files arefiles that have no use or meaning after
the gpplication hasterminated. On Unix systems, TMPDIR
typicaly pointsto /tmp which is automaticaly ceared when
the workstation reboots.

Conversdly, the directory defined by TMPDIR should not
be used for any files that might have use beyond the user's
sesson. The IMA has no control over when the temporary
directory will be cleaned, and such files could be lost without
any natification.

Following the ingalation of the IMA, the IMA launch script ingdled viathe
infragtructure Sesson Management Utility will be examined to verify that
TMPDIR is not redefined and that an additiona environment varigble defining
temporary file paceis not initidized.

On NT, the environment variables TMP or TEMP are used to identify the
location of temporary files.

Verify that the IMA usesthe directory defined by the TMPDIR environment
varigble for al temporary files.
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3.4 OPERATION

OPS-1 IMA file names shdl conss of vadid characters for file names and shdl be redtricted to the maximum length of 128 charsfor
UNIX/Solaris systems and 255 characters for Windows NT systems.

REQUIREMENT CLARIFICATION

TEST METHOD

This requirement isagenerd requirement for al files sored
on aworkstation or server.

Vdid characters for UNIX/Solaris are defined in the
X/OPEN XPG4 recommended character set, and in the
Microsoft Logo specifications for Windows NT.

Valid characters are 0-9, Aa-Zz, . (dot) + (plus), - (minus), :
(colon) and _ (underscore). Other characters areinvaid
because they may have meaning as meta characters, have
meaning to the shell, or be difficult to reproduce (i.e., hidden
characters).

To verify thefiles created do not exceed the 128 character limit, execute the
command:

Is-latR
View the output of this comment and verify the structure and length of each
file or directory name.

This procedure must be done for each directory touched by the IMA
ingalation.

OPS-2 The IMA shdl use the platform's native keyboard map.

REQUIREMENT CLARIFICATION

TEST METHOD

On Unix platforms, the keyboard, including the mouse
buttons, is owned by the X server, but it isa shared
resource. Keyboard mapping refers to the mapping of the
physica keys, which are identified by "keycodes’, to events
passed by the Xserver to aclient gpplication. The events are
described by "keysyms'. Each keycode is mapped to one
or more keysyms. Theactua keysym (interpretation of the
pressed key) depends upon the actions of modifier keys
(Shift, Caps Lock, etc). Thelist of keysyms associated

Typicaly, keyboard map modification is done in an application launch script
viathe “xmodmap” utility. To evaduate this requirement, execute the
command:

cd /<scripts directory>

grep xmodmap *
If this commeand finds any xmodmap commands in the IMA’s scripts, the
IMA islikely modifying the keyboard map. This can be determined by the
options passed to the xmodmap command. The -e option is used to change
ether akeysym lising or amapping of keysymsto a keycode.
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with a specific keycode can be changed by any application.
Since the keyboard is a shared resource, any changes made
by one client application are globd to al gpplications.
Therefore, problems can occur when individua IMAS remap
the keyboard for their own purposes.

A subtler issue isthe definition of keysyms, since these
vaues determine the actions of the mouse and the
appearance of charactersin aclient window. keysymsare
defined in fusr/lib/X11/XKeysymDB (or
lusr/openwin/lib/X11/XKeysymDB). Theinfrastructure
provides a default XKeysymDB file. Altering this file does
not change the keyboard map. IMAs may append (but not
overwrite) to thisfile or may actudly refer to a different
XKeysymDB file, providing thet this reference is not global
to dl gpplications. Most IMAs will have no need to use
anything but the default XKeysymDB file.

Under NT, thereis no filemgp file. Fle map information is
maintained in the NT registry. However, it is possible for an
application to modify the native mapping of characters for
the specific application. There are no filesto examineto
ensure that thisis not done.

Alternatively, the xmodmap command can be used to capture the current
keyboard map. Prior to arting the IMA, execute the following commands:

xmodmap -pm >/tmp/mod.map (modifier map)

xmodmap -pk >/tmp/key.map  (keyboard map)

xmodmap -pp > /tmp/pointer.map (pointer or mouse map)
After garting the IMA, repest the three commands in a separate command
window and save the output to three different files (e.g., modl.map,
keyl.map, pointerl.map). Compare the contents of the pairs of maps by
ether ingpection or viathe "diff" command. If the IMA has not changed any
of the maps, then there will be no differences.
The IMA may append keysym entries to the default XKeysymDB file.
Compare the XKeysymDB file prior to IMA ingdlation to thefile after the
IMA has been inddled. The requirement is not met if any keysym entries
have been overwritten.

The IMA may inddl and use a different XKeysymDB file than the one found
infusr/lib/X11. ThelMA mus set the environment variable XKEY SYMDB
to the path of this dternate file. Thisvariable mugt be set locally; the
requirement is not met if the varidble is set globaly. The varigbleis set
globdly if itisinitidized a the time of user login. To determine if the varigble
has been st globdly do the fallowing:

On the command line before garting the indalation enter:
echo $XKEYSYMDB

Verify that the variable has no vaue.
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OPS-3 The execution environment that exists at the time of IMA launch shall not conflict with either the user’ s overdl operating environment or
the execution environment of other applications.

REQUIREMENT CLARIFICATION TEST METHOD

The execution environment of the IMA is defined by the Evauation of this objective is accomplished by:
environment variables st by the operating system, the 1. Evduding theintegration of the IMA into the infrastructure sessions and
infragtructure, and the IMA.  The execution environment the associated definition of globa variables, noting the search path
should not result in ambiguous or incorrect references to variables, suchas PATH and LD_LIBRARY _PATH,;
commands or files due to assumptions by the gpplication 2. ldentifying operating system configuration files that are modified during
with regard to environment settings. Additional areas of IMA ingalaion and configuration.
conflict in the execution environment include keyboard 3. Reviewing the launch scripts for definition of globd varigblesand
mapping, use and modification of files shared with other reference/modification of shared resourcefiles.
IMAS operating system configuration files, and use and 4. Identifying changes, if any, to the keyboard map and root window
modification of root window resources. resources.

5. Evauating changes (if any) in the IMA’s processing parameters.

OPS-4 The IMA shdl not contain configuration files or tables that duplicate information already contained in the operating system configuration
files

REQUIREMENT CLARIFICATION TEST METHOD

The IMA design should not include duplicate information The IMA design documentation and configuration and ingdlation guide will
that is aready contained in and distributed by the DODIIS | be ingpected to determine if any redundant information is being maintained by
infrastructure. Thisincludes information thet is available from | the IMA.

an operating system service such as NIS/NIS+ and
information thet is maintained by other infrastructure services | After the IMA has been ingaled, the configuration files created or modified
such as Domain Name Service. Duplication of thistype by the IMA will be inspected for incluson of redundant information.

increases the risk of losing synchronization with other IMAs | Redundant information will indude, for example, host name/IP address pairs,
that are utilizing the same information. For example, placing | reserved port numbers (except for the IMA itsdlf), and the loca host name.
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the name and |P address of the IMA server inan IMA
configuration file can affect the execution of the IMA. An
update to the IMA configuration file would aso be required
if the IP address is changed by the systerm adminigtrator..
Unlessthe IMA administrator has kept detailed configuration
records, he/she may not be aware that this must be done
until the IMA falls to execute properly.

OPS-5 The IMA shdl not use extensions to the Window System (X or Windows NT) that are not supported by the infrastructure.

REQUIREMENT CLARIFICATION

TEST METHOD

X Window System extensions improve the ability of the
workgtation to display graphics such as post script or
animation. In order for IMAS to operate on any DODIIS
platform that uses the X Window System, the IMA must
implement and comply with acommon s&t of extensons.

The X Consortium defines a set of extengonsto the X
Window System. In order for an application to use any
extension in this s, the X server must support the extension,
and the necessary library must be present on the platform
that is executing the IMA. The X server provided by the
Solaris operating system supports the following X
extensons

- Display Post Script (DPS)

- X Input Extension

- Double Buffer Extension

- Shape Extension

- Shared Memory Extension

- Miscdlaneous Extension

If the IMA uses extensions to the window system that are not supported by
the infrastructure X server, it must elther place additiond librariesin the
standard system directories, such as /usr/openwin/lib or modify the library
search path via the environment varigble LD_LIBRARY _PATH. In addition,
the X server must be modified or replaced to support the additional
extensons.

After ingdlation of the IMA, the directories that are touched during IMA
configuration and ingtdlation will be examined to verify that the IMA does not
include or bundle additiond libraries for the window system extensons. The
ingalation must not overwrite any operating system libraries.

The native X server will be checked to verify that it has not been replaced
during ingdlation of the IMA. If the IMA inddlation includes loading of an X
sarver, the documentation will be examined to determine if the execution of
the IMA requires using this X server in place of the native X server.

The requirement is not met if the IMA adds additiona X extenson librariesto
the platform during ingtalation, overwrites the native X extengon libraries, or
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- XC-MISC

- X Imaging Extengon
The extensons require the libraries "libXext", "1libXi", and
“libdps*" in fusr/lib/X11 (/usr/openwin/lib/X 11). These
libraries are part of the infrastructure, and the IMA does not
need to add them during ingtdlation.

If an additiona X server isloaded on the platform during IMA ingalation and
is required for execution of the application.

Thisrequirement is Not Applicable for NT.

OPS-6 The IMA ghdl use the infrastructure print utility for printing hard copy.

REQUIREMENT CLARIFICATION

TEST METHOD

This requirement is gpplicable for both IMA dlient and IMA
server processes and requires that destination printers are

managed by the infrastructure print management utility.

Thisrequirement is met by verifying thet the infrastructure print management
utility is used to manage the destination printer and by inspecting hard copy
printouts.

OPS-7 Adminigration of the IMA shadl not require access to privileged user accounts.

REQUIREMENT CLARIFICATION

TEST METHOD

Oncethe IMA isingdled and configured, adminigtrative
functions that specifically address access to and operation of
the IMA should not require logging in asroot or asan
adminigtrator. This gpproach reduces the probability thet
adminigtrative changes for one IMA may affect the operation
of other IMAs or the operation of the workstation or server
plaform itsdf.

Accessto IMA adminigtration functions can be implemented
in one of severd ways
1. A functiond user ID canbeused. ThisID isplaced
in aredricted Unix group for IMA adminidrétive

After the IMA has been ingaled, executable files that provide adminigtrative
functions will be identified. The permissions on each file will be examined to
verify that the IMA administrator does not require superuser (root on Unix
and administrator on Windows NT) privileges to manage the IMA.
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functions. In this approach, the administration
functions are typicdly available through menu
sectionsin an IMA window.

2. Theuser ID thet isused for IMA adminigretionisa
separate user |D that reflects the grester privilege
and trust required for IMA adminigtration.

3. ThelMA adminigtration functions are accessible by
user IDs that are associated with administration of
gte software. Theuseof an infrastructure trusted
role is appropriate in this approach.

The IMA design may require a combination of the
approaches listed above. For example, an IMA may
provide adminigrative functions from its main window to
certain user IDs and also require access to a privilege user
ID for data base administration.

OPS-8 The adminigtrator shall be provided with utilities and tools to add, modify, or delete IMA users.

REQUIREMENT CLARIFICATION

TEST METHOD

This objective refers only to managing users of the IMA, not
to the definition and management of workstation users (i.e,
Unix or NT accounts). The latter is performed viathe
infrastructure user management tool. Many IMAswill not
provide or need any tools other than infrastructure User
Management. User management should be limited to doing
what is needed to give the user access (or take away
access) tothe IMA and itsdata. If access can be achieved
by using the dready exidting tools of the infrastructure, then
no additiond utilities are required. In the case of IMASs that

The IMA adminigration documentation will be reviewed to identify the
gpproach to IMA user management. The tools to add, modify, or delete
IMA userswill beidentified. After the IMA has been inddled, the identified
toolswill be located. The tools will be evduated to determineif any of the
toolsis aredundant implementation of an operating service or infrastructure,
including data base management, service, tc.

This requirement is Not Applicable if the IMA does not provide and does not
require additional tools to manage IMA users.
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rely on data bases, the management tools of the data base
management IMA are sufficient, and the IMA does not have
to provide additional, redundant tools.

OPS-9 The IMA shdl use infrastructure management utilities to manage and distribute IMA, user, and security data.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA developer must use the management services of
the DODIIS infrastructure wherever it is appropriate. Since
the trend in DODIIS is toward shrink-wrapped IMAS, there
should be, in generd, few requirements for an IMA to
manage system resources such as user data and security
data. Management requirements for the IMA must pertain
s0lely to areas of management that are specific to the IMA
rather than to areas of management that pertain to the system

in generd.

The appropriate IMA documentation (e.g., SDD, Trusted Facilities User's
Guide (TFUG)) will be examined to verify that gpplication, user, and security
management are performed with infrastructure management utilities. The
adminigration tools provided by the IMA will be identified.

After the IMA has been ingtdled, the administration tools will be exercised to
evduate ther functions. Executing the tools will verify that the IMA utilities do
not duplicate infrastructure tools to manage and distribute application, user,
and security data.

OPS-10 IMA filesthat “grow” asaresult of IMA execution shall not fill or result in exhausted file system space.

REQUIREMENT CLARIFICATION

TEST METHOD

Many IMAs usefilesthat are continudly incressing in Size.
Such files are log files, temporary files, and audit files. If the
IMA rdlies on the sydog file, temporary directory, and audit
directories provided by the infrastructure, then managing
these growing files becomes the system adminigtrator’s
respongibility and is no longer the responsibility of the IMA.
However, if the IMA placesitslogs, temporary files, and/or
audit datain other locations, then the IMA documentation
should clearly identify these locations. Additiondly, the IMA

During execution of the IMA, the IMA process will be monitored viathe
"truss' process to identify files that are opened for writing by the IMA. For
each such file identified, the test engineer will evduate if the file hasthe
potentia to exhaudt file system space. If this condition is met, the test
engineer will verify that each file is managed to avoid exhaudting file system
space (e.g., deletion or compression of the temporary files).

If the IMA usesaDBMS, then the IMA administrator must be aware that the
transaction logs must be managed.
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design should account for these growing files and provide the
means to automaticaly reduce them as needed.

Data base Management System (DBMS) transaction logs
are dso covered by thisrequirement. If the IMA implements
atransaction log within the DBMS, then the IMA
administration documentation must provide guideinesto
ensure that the log does not exhaust space within the DBMS
and stop the DBMS. Thisis particularly criticd if the IMA is
one of severa applications sharing a data server; the
transaction log associated with the IMA could crash the data
server, thus causing disruption of service to other IMAS.

The IMA adminigration documentation will be examined to verify thet
guidance for managing the transaction log is provided.

OPS-11 Theloss of connectivity between the IMA client process and the IMA server process shdl not affect the behavior or operation of other

client workstation gpplications or utilities.

REQUIREMENT CLARIFICATION

TEST METHOD

Connectivity refersto the ability to pass protocol data units
(e.g., packets, TCP/IP transmission units) between the IMA
client process on the user’ s workstation and the IMA server
process executing on either the same workstation or on
another platform. From the perspective of the user,
connectivity can be logt if the server processis terminated
unexpectedly or if the network path between the two
processesis broken in some way. The loss of connectivity
should not cause other processes on the workstation,
including the operating system, to operate incorrectly, such
as hanging or terminating unexpectedly. The IMA itself may
hang or terminate depending upon the IMA design. For
browser-based applications, the browser itself may hang. It

The objective will be verified in two ways:

1.

The IMA server process will be terminated during an IMA client sesson
with the server without normd natification to the client. The operation of
the user’ s workstation will be evaluated to determine that no process,
other than the IMA client process itsdlf are affected.

The network connection between the IMA server process and the IMA
client process will be broken during a client sesson. Thiscan be
efficiently accomplished by disabling the network interface of the platform
on which the server processis executing. This does not affect the
operation of the network itsdf. The operation of the user’s workstation
will be evauated to determine that no process other than the IMA client
process itsdlf is affected.
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is acceptable that the web access/transfer can be stopped or
the window closed. In some cases, the browser may have to
be terminated, this is outsde the scope of this requirement.

OPS-12 Disorderly termination of the IMA shall not affect the execution or behavior of other gpplications.

REQUIREMENT CLARIFICATION

TEST METHOD

The activity of the IMA should not affect the activity of other
gpplications executing on the same platform or in the same
operating environment (i.e., the DODIIS ste).

Disorderly termination can occur if the IMA exitsdueto a
software error or invalid user action or if the IMA is
unexpectedly hated by a user or administrator action. Other
gpplications should continue to operate normaly when such
events occur.

This objective will be verified in the following manner:

1. ThelMA will be sarted in atypica user sesson. At various pointsin the
session (eg., initid sartup, data transfer/review, query/response), the
client IMA will be terminated by using the “kill” command from ashell
window. For web-based applications, the browser is considered the

client IMA.

2. TheIMA will be garted in atypica user sesson. At various pointsin the
sesson (eg., initid startup, data transfer/review, query/response), the
user will log out of the workstation without firgt exiting the IMA.

In both cases, the operation of the user’ s workstation will be evauated to

determine that no other processes are affected.

In order to test the effect of disorderly termination of the IMA server
processes, the following steps should be followed for serversthat are using

the DBMS.

#cd .../sybasglbin/isgl -Usa -P<sa password>
1>shutdown SYB_BACKUP (To shutdown the backup server)

2> go
1> shutdown
2> go
#sync
#sync

(Shuts down the main data server)
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# halt

If the data server is shared among severa applications, then these
gpplications will be affect by these steps.

Verify that gpplications and operating system services running on the same
platform as the data server are il running properly.

Redtart the data server. Terminate the IMA server processes. Verify that the
gpplications and operating system services running on the same platform as
the data server are till running properly.

Thisrequirement is Not Applicable for NT.

OPS-13 Disorderly termination of the IMA shall not result in incorrect behavior of the IMA when the IMA is restarted.

REQUIREMENT CLARIFICATION

TEST METHOD

Disorderly termination can occur if the IMA exitsdueto a
software error, invaid user action, or if the IMA is
unexpectedly halted by auser or adminigtrator action.

The IMA itsef should recover from the disorderly
termination and execute properly when restarted. This may
be difficult to achieve for IMA server processes, such as
data base servers. The IMA design should plan for the
likely occurrence of disorderly termination so that recovery
will be possible.

This objective will be verified in the following manner:

1. ThelMA will be sarted in atypica user sesson. At various pointsin the
session (eg., initid startup, data transfer/review, query/response), the
dient IMA will be terminated by using the “kill” command from ashell
window.

2. TheIMA will be garted in atypica user sesson. At various pointsin the
session (eg., initid sartup, data transfer/review, query/response), the
user will log out of the workgtation without firgt exiting the IMA.

3. ThelMA server gpplication will be started. While users are accessing the
server viadient IMA gpplications, the server will be shut down. For an
gpplication that usesa DBMS, the database server will be shut down via
ISQL first in order to avoid corruption of the database. The steps
outlined in OPS-12 will be used.
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Following each case, the IMA will be restarted, and the normal operation of
the IMA will be verified.

This requirement is Not Applicable for NT.

OPS-14 Orderly termination of the IMA shdl not affect the execution or behavior of other gpplications.

REQUIREMENT CLARIFICATION

TEST METHOD

If the norma process of sarting and stopping the IMA
affects the operation of other processes on the workstation
or of the IMA itsdf when it isinvoked again, the IMA
desgn is unsatisfactory.

Sample test scenarios will be performed in which the IMA is
darted, used in typica manner, and then terminated by the
recommended steps.

This objective will be verified in the following manner:

The IMA will be garted in atypica user sesson. At various pointsin the
session (eg., initid gartup, data transfer, query/response), the client IMA will
be terminated by using the “exit” command or button from the IMA man
window. TheMA server gpplication will be sarted. While users are
accessing the server viadlient IMA gpplications, the server will be shut down
using the IMA documented steps for stopping the server. Following each
scenario, the operation of the user’ s workstation will be evauated to
determine that no other processes are affected.

OPS-15 Disorderly shutdown of the client workstation while the IMA is executing shall not affect the behavior or operation of the IMA on other

workstations.

REQUIREMENT CLARIFICATION

TEST METHOD

There should be no effects that are attributable to the IMA
on other workstations if the user’s workstation is shut down
whilethe IMA isactive. Once the workstation or server
platform is rebooted and the IMA isredtarted, the IMA
should execute normaly.

The IMA will be garted on the user’ sworkgation. Oncethe IMA isactive,
the workstation will be shut down (i.e.,, hated). The IMA processes on other
workgations in the test environment will be evauated for norma operation.

OPS-16 Disorderly shutdown of the dient workstation while the IMA is executing shal not result in incorrect behavior of the IMA when the

IMA isrestarted.
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REQUIREMENT CLARIFICATION

TEST METHOD

There should be no effect on other workstations that are
atributable to the IMA if the user’ s workstation is shut
down whilethe IMA is active. Once the workstation or
server platform is rebooted and the IMA is restarted, the
IMA should execute normaly.

The IMA will be started on the user’ s workstation. Oncethe IMA is active,
the workgtation will be shut down (i.e., hated). After the workgtetion is
rebooted, the IMA isrestarted, and the norma operation of the IMA will be
verified.

OPS-17 User log out of the client workstation while the IMA is executing shal not affect the behavior of the IMA or the behavior of other

goplicationsin the user’s next login sesson.

REQUIREMENT CLARIFICATION

TEST METHOD

Once the user logs in to the workstation and invokes the
IMA, the IMA should execute normadly. The IMA may not
execute normdly if the user log out and consequent
termination of the IMA leaves aresidue of lock filesand
amilar objects that will affect the behavior of the IMA.
There should be no effect on other gpplicationsthat are
darted in the user’ s next login sesson

Test scenarios will be run in which the IMA is started and the user logs out at
various pointsin the scenario. After the user logs back into the workgtation,
the operation of other gpplicationsin the login sesson should not be affected.
The next scenario will be garted, and the norma operation of the IMA will
be verified. Following the verification, the user will log out of the workstation
a adifferent point in the scenario. . It isnot acceptable that the IMA that
was running on the workstation remain active once the user logs out.

OPS-18 The IMA shdl exhibit consistent behavior across dl supported operating systems and platforms.

REQUIREMENT CLARIFICATION

TEST METHOD

The IMA design should enforce a uniform look and fed
across al of the platforms and operating systems supported
by the IMA. Limitations due to the hardware and operating
system that prevent a uniform look and fed should be
identified in the IMA design documentation. There should
be no differences in the functions provided by the IMA to
the user regardless of the platform and operating system.

Ad hoc testing will be performed on each platform in the test environment that
issupported by the IMA. A combination of testing and ingpection will be
used to verify that there are no differences in the IMA function regardless of
the platform and operating system.
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OPS-19 The IMA shal not duplicate functions provided by support applications.

REQUIREMENT CLARIFICATION

TEST METHOD

A primary objective of establishing a common infrasiructure
and common support applications for DODIIS Stesisto
eliminate the redundant implementations of functions by
IMAs. AnIMA mugt only implement functions that are
specific to its scope. Otherwise, it must use the services
provided by the infrastructure support applications.

The IMA configuraion and ingdlation guide will be examined to verify that
the IMA does not include functions that are provided by DODII S support
sarvices. Thiswill include services provided by the infrastructure, System
Acquisition Support Service (SASS) applications, and operating system
utilities. After ingalation of the IMA, the IMA directorieswill be examined
for modules that duplicate support services. Verify tha the IMA isnot
duplicating functions provided by support applications. Examinethe IMA
directory tree and execute the command:

Unix: Is-latR

NT: dirls

Examine appropriate directories to determine if duplicate support services are
being used.

OPS-20 The IMA dhall use shared libraries for UNIX/Solarisand DLL’sfor Windows NT.

REQUIREMENT CLARIFICATION

TEST METHOD

Use of shared librariesif supported by the operating system
resultsin less disk space required to store the IMA.

Determineif shared libraries are used by IMA software. Following
ingdlation of the IMA, the IMA binary fileswill be examined using the "file’
utility to determine if dynamic linking of librariesis employed.

For UNIX:
To verify which IMA binaries use shared libraries execute the command:
file <binary name>

If libraries are dynamically linked execute the command:
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(SOLARIS) ldd <binary name>
to determine which libraries are linked to the IMA.

For NT:
From the command prompt execute:

CheckDLL
The CheckDLL program is a batch file that will scan Executable and library
fileslocated in a directory looking for references to Dynamic Link Libraries.
Note that if an executable does not reference a DLL, it does not mean the
IMA failed the requirement. It is necessary to consider what the function of
the applicationisand if it ispossbleto utilizeaDLL. IMAsthat have
ingtallable options typically store the code for the optioninaDLL.

OPS-21 The IMA shdl not require use of abrowser with acceptance of cookies enabled.

REQUIREMENT CLARIFICATION

TEST METHOD

Many browser-based applications rely on cookies written
by the web server and stored locally by the browser. This
practice has been widely accepted and, at the current time,
no security vulnerahilities relating to the use of cookies have
been identified. However, Site security policy may require
acceptance of cookiesto be disabled and the IMA must be
able to function properly with this regtriction.

The browser will be configured to refuse cookies by doing the following:
On the browser menu bar:

Sdect Edit

Using the pull down menu select Preferences

Click Advanced to display the Cookie Options box

Make necessary adjustments.

The IMA will then be accessed. The behavior of the IMA will be evaluated
to veify that it is functioning normaly.

This requirement is Not Applicable if the IMA does not use a browser.

OPS-22 Web pages shdl not contain animations and animated GIF files that do not implement misson functions.
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REQUIREMENT CLARIFICATION

TEST METHOD

System resources that are required to display animation may
cause additiona delaysin downloading the objects that
implement animation or may cause performance problems
for the IMA or for other IMAs. Animations must be limited
to those which are clearly necessary to accomplish one or
more misson functions

The execution of the IMA will be ingpected to verify that animations and
animated GIF files have functions pertinent to the scope of the IMA.

If the IMA does not use a browser this requirement is Not Applicable

OPS-23 Web pages shdl not contain eements that obscure or interfere with reading clarity.

REQUIREMENT CLARIFICATION

TEST METHOD

This requirement emphasizes that IMA web pages should
focus on misson functions rather than artistic additions that
may digract from the IMA misson.

The execution of the IMA will be ingpected to verify that IMA web pages do
not contain over busy background patterns, low contrast between foreground
and background, non-functiona blinking text, or other el ements that would

Impact reading clarity.

Blinking text may be used to implement or enhance misson functions (eg., a
flashing security dert).

This requirement is Not Applicable if the IMA does not use a browser.

OPS-24 Large graphic images shadl be downloaded on demand. A smdl icon of the image shdl be displayed on the web page and linked

directly to the full-szed image.

REQUIREMENT CLARIFICATION

TEST METHOD

Large graphic images may cause performance problems on
resource-limited workstations or on bandwidth-limited
network links. Providing links to such images dlows the
user to select which larger images he or she wishes to see.

The execution of the IMA will be inspected to verify that large graphic images
are not automatically downloaded to IMA web clients. Images larger than 50
Kbytes should not automatically downloaded.
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The image size of 50 Kbytes should be used as guidance for
determining which images should not be downloaded
automdticaly.

OPS-25 Web pages shdl not contain background images.

REQUIREMENT CLARIFICATION TEST METHOD

Background images that provide no additiona functiona The execution of the IMA will be ingpected to verify that images are not
vaue require additional bandwidth for tranamisson and may | included in the backgrounds of IMA web pages.

make overlaying text difficult to read. A background color
may be saected; however, note that some Sites permit only
WHITE as a background color.
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3.5 USER INTERFACE

GUI-1 The IMA shdl dlocate read-only color cdlls from the default color map.

REQUIREMENT CLARIFICATION

TEST METHOD

Using color cdlsin the default color map, maintained by the
X sarver, is suitable for most IMAs on Unix systems. Each
IMA requests dlocation of color cdlsin order to usethe
colorsfor itsdisplay. Color cdlsin the default color map
can be dlocated as read-only cells or read-write cells.
Read-only cdls do not permit changing of the color vaue
once the cdll has beeninitidlized. Therefore, read-only cells
can be shared by more than one IMA. Read-write cells
permit changing the color value that is stored inthe cdll (i.e.,
the color can be changed.). The X 11 architecture does not
dlow sharing of read-write color cells. When an IMA
requests a color and specifies read-only, the X server
returns ether the identifier of a previoudy alocated read-
only color cell that contains that color vaue or the identifier
of anewly dlocated read-only cell that has been initialized
with that color value.

In order to improve coexistence of applications, IMAS
should use read-only color cellsasagenerd rule. Doing so
permits sharing of color cells among applications and
prevents (or delays) exhaugtion.

The default color map can be determined by executing the “xdpyinfo”
command from a shell window. The color map used by an IMA can be
determined by executing the “xwininfo” command for each window (or just
the main window as appropriate) of the IMA. The ID number of the color
map output from the "xwininfo" command should meatch the color mep ID
number output from the "xdpyinfo” commeand.

The dlocation of color cells can be observed using the “xcolor” utility.

If dl of theIMA’s color cdls are read-only, then the number of alocated
color cells should not increase after the IMA has been started the first time.
The number of dlocated color cdlls will subsequently increase only if read-
write cells are requested by the IMA.

Once the color cdls have been completely alocated, the IMA under test is
executed again. If there are not sufficient read-only color cdlls available, then
the IMA will either terminate or display in amix of color and black and white.
This gpproach implies that the cdlls that are being shared or not shared have
been dlocated by previous processes of the same IMA. This may not be
entirely rdiable depending upon the number of color cellsthat were adlocated
prior to sarting the first invocation of the IMA. However, it should provide
some information about the types of color cells dlocated to the IMA.

This requirement is Not Applicable for the NT.
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GUI-2 The IMA shdl dlocate a private color map in order to avoid filling the default color map with non-shared, read/write color cdls.

REQUIREMENT CLARIFICATION

TEST METHOD

An IMA that requires alarge number of read-write color
cells may eect to use a private color map. Thisisan
acceptable approach for such an IMA because it reduces
the probability of other IMASsfailing to execute because they
cannot obtain their colors. Use of private color maps will
cause color flashing on the display whenever the X server
switches focus between awindow associated with the
default color map and awindow that uses a different (i. e,
private) color map.

The design documentation should identify the need and implementation of the
private color map. “xdpyinfo” and “xwininfo” can be used to obtain the
identifiers of the default and private color maps. In actua usage, color
flashing will be observed when focus changes from awindow using the default
color to awindow owned by the IMA under test that uses a private color

map.

Unlike X-11, the Windows NT architecture does alow the sharing of colors
fromit's color map. Although color flashing does occur in NT, it's effects are
minimized due to the way Windows handles bitmaps and the dynamic
regllocation of the color palette when an gpplication is brought into focus.

This requirement is Not Applicable for the NT.

GUI-3 The IMA shdl display appropriate error messages when requested colors are not available.

REQUIREMENT CLARIFICATION

TEST METHOD

The X server returns an error to an IMA when arequest for
acolor cannot be serviced because no read-only or free
color cdlsare avalable. The IMA can ether terminate or
display the built-in black and white colors. If the IMA
terminates, then the correct reason for termination (i.e,
colors could not be obtained) must be displayed. The error
message can be displayed in the console window or ina
popup window if possible. Applications should aso write an
gppropriate message to the IMA audit trail.

The default color map will be filled with a sufficient number of read-write
color cdlls so that the IMA is unable to obtain dl of its requested colors. This
can be done using either atest driver that alocates read-write cells or by
darting severa invocations of an IMA that is known to use read-write cdlls.
Once the color map isfilled, the IMA is sarted. The display of a suitable
error message that describes the reason (i.e., cannot alocate colors) for
termination will be observed. If the IMA sends audits via the infrastructure
audit Application Program Interface (AP1), the audit file will be examined for
accompanying audit messages reporting the termination of the IMA and the
reason for termination.
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GUI-4 IMA windows shdl provide panning or scrolling methods to view panes larger than the available frame.

REQUIREMENT CLARIFICATION TEST METHOD

The IMA desgn should take into consderation theamount | The IMA will be exercised to examine IMA windows in which information
and dimengons of the information that will be displayed in output is displayed. The presence or absence of scralling or panning methods
IMA windows. Scrolling or panning methods should be will be observed and the suitability or need for scrolling or panning methods
provided for windows in which information output may either | will be evauated.

be too large to display completely or may scroll past before
the user can read the window contents. An enhanced
window design will place scroll bars on windowsiif they are
resized so that the full output cannot be viewed.

Allowing the user to resize the window to display the full
contentsis an unsatisfactory solution, since there may be
times when the largest window szeisinaufficient to display
al of the output. Also, scroll bars are an indication that there
ismore output; it is possble that auser may not recognize
that awindow should be resized to view the complete
output. Conversdy, the IMA design should not place scroll
bars on windows when the scroll bars would serve no
purpose.

GUI-5 The IMA shall support cut and paste between windows.

REQUIREMENT CLARIFICATION TEST METHOD

Mesting this objective provides a user the ability toreduce | The IMA will be examined to determineif user is able to cut and paste
errors resulting from incorrect deta entries. In addition, the | between windows.

ability to cut and paste between windows will save time
during the ingtallation and test process.
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GUI-6 The IMA shdl permit resizing of IMA windows.

REQUIREMENT CLARIFICATION

TEST METHOD

Window resizing can be useful to dlow the user to customize
the appearance of the desktop or to enlarge awindow to
disgplay moreinformation. The IMA design should permit
resizing for windows for which resizing may be useful.
Conversdly, some windows (e.g., pop-up status windows
and copyright windows) do not require the capability to
resize.

The IMA will be exercised to examine the windows displayed by the IMA.
The capahiility to resize each window will be observed and the suitability or
need for resizing will be evaluated.

GUI-7 A hyperink shdl not navigate to itsdlf.

REQUIREMENT CLARIFICATION

TEST METHOD

When alink is selected, the action is to load a new page that
isether inthe same IMA or in adifferent IMA. A link does
not navigate to itsdlf (i.e, to the top of the page in which the
link appears). Thelink should not navigate to the same
vighle portion of a document (i.e, the link isvigble on the
user's screen); the link can navigate to a different portion of
the same document, thus saving the user time to scroll down
to that point. Each link on a page navigates to a different
destination; the same link is not repeated with different
names.

Links on the IMA home pages and on various sub-pages will be selected to
verify tha the current page is not the destination of the link. The objectiveis
met if selecting any link does not result in the same viewable portion of a
document being visible in the resulting displayed page.

GUI-8 A hyperlink in aweb document that jumps to a destination outside the document shdl identify its destination.

REQUIREMENT CLARIFICATION

TEST METHOD

Links that jump outside a document can be distracting since

Links on the IMA home pages and on sdalected sub-pages will be selected to
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they draw attention to supplemental informationthet auser | determineif &) thelink is externa and b) the destination of the link is explicitly
may not eect to view. Such links should be identified by identified.
name or description.

3.6 SECURITY

SEC-1 The directories touched during the IMA ingdlation shdl not contain files or directories that are world-writesble as aresult of ingalation
of the IMA.

REQUIREMENT CLARIFICATION TEST METHOD
Theintent of this objective isto ensure that the ingdlation of | The following command can be used to scan the IMA directory tree for
an IMA does not result in the presence of files or directories | world-writegblefiles
inthe IMA directory tree that are world-writegble. This can

happen inadvertently due to an incorrectly set umask or Unix: find root_dir -perm-0002 -print

because of an incorrectly designed ingtallation procedure. NT: permroot_dir

This objective cannot be met if there are world-writegble

filesor directoriesin the IMA directory tree that have root_dir istheroot of the IMA directory tree. The -perm option of -0002
consequences for ether the security of the IMA or the will match al files and directories that are world-writeable. The print option
security of the platform. will display each file or directory to the standard output. This command can

be piped to the input of another command as necessary.
It isds0 possble that somefiles or directoriesinthe IMA’s
directory tree should be world-writeable. Thisis acceptable
provided such files or directories do not introduce security
vulnerabilities. These files and directories should be
identified in the IMA ingtalation and security documentation.

SEC-2 The IMA shdl not require software development tools on functiona user workgtations.

| REQUIREMENT CLARIFICATION | TEST METHOD
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The presence or absence of software development tools on
workgations or serversis a Ste security policy item.

Development tools include tools that compile source code
into executable objects, tools that interpret and execute
source code files, and tools that are used to trace and debug
an executing object. The intent of this requirement isto
prevent users from modifying the intended behavior of an
IMA and from introducing new executable objects onto a
workstation.

Compilers and compiler support software (e.g., the C and
C++ compilers) are not permitted on general user
workgtations. The execution of compiled software objects
does not require the presence of these tools. Compilers for
mobile code such as Java are included in this group.
Likewise, software debuggers are not needed to execute the
IMA. A debugger might be used to modify the behavior of
the IMA and should not be available on user workstations.
Interpreter software, such as perl or td/tk, are necessary in
order to launch and run software written in those languages.
Any mission application software that includes interpreted
software must be adequately protected from ateration.
Development tools may be required on certain systems, such
as development systems. The Site security concept of
operations must addressthisissue. However, functiona
users must not need them in order to use the IMA.

The IMA configuraion and ingtdlation guide will be examined to verify that
software development tools are not required to usethe IMA. The IMA will
be installed on workstations that are loaded with the standard DODIIS
infragtructure that does not include software development tools. Following
ingtalation of the IMA, the directories that have been touched by the IMA
ingalation will be examined to verify that no software development tools have
been added to the workstation (e.g., C compilers). Tools that are not
permitted on user systems include:

- cc and other C compilers

- c++ and other C++ compilers

- dbx, adb, sdb, and other debuggers

- Javac and other JAVA compilers

Directories will be examined by executing the command:

Unix: Is-latR

NT: dirls
The presence of interpreters for perl, td/tk, or other scripting languagesis
acceptable. However, any mission gpplication script that is interpreted and
executed should be examined to ensure that its permissons do not permit
unauthorized modification.

SEC-3 The IMA shdll not implement or require storage of passwords in clear text.

| REQUIREMENT CLARIFICATION

TEST METHOD
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In order to smplify or speed up user accessto IMA server
gpplications, the IMA may implement Storage of passwords
for transmisson to server gpplications. However, for
obvious security reasons, these passwords must not be
dored in clear text. Thisis particularly criticd if generd users
can reed the stored information without acquiring any
additiond privileges.

During ingtdlation and configuration of the IMA, the test engineer will verify
that the IMA stores passwords for general users and identify the storage
locations. The test engineer will examine the storage locations and view the
passwords. The requirement is not met if the passwords are stored in clear
text.

SEC-4 The IMA shdl not require the presence of an entry relaing to the IMA server in the/.rhogtsfile.

REQUIREMENT CLARIFICATION

TEST METHOD

Entriesin the/.rhost should be made with care since severa
security vulnerabilities can be traced to incorrect usage of
thisfile. Depending upon the Ste security architecture and
the IMA design, an entry in the/.rhogt file may be
appropriate. However, using the/.rhog fileis discouraged in
most cases; therefore the entries should be kept to a
minimum. Using the/.rhost file to permit transparent access
by root from remote workstations should be avoided unless
absolutely necessary. Instead, the access should be mapped
to another user ID.

The /.rhogs file on the test workstation(s) will be examined for entries
corresponding to the IMA server. If such entries are found, they will be
removed to determine if IMA requires the deleted entries to function
correctly.

This requirement is Not Applicable for the NT, since there is no equivaent
/.rhogtsfile

SEC-5 The IMA shdl use system access control facilities for discretionary access.

REQUIREMENT CLARIFICATION

TEST METHOD

In generd, IMAs must rely on the security services provided
by the DODIIS infrastructure instead of duplicating them.
AnIMA will only implement security functions thet are
unique to itself and that cannot be met by the infrastructure
security services. The protection mechanisms of the

The appropriate IMA documentation, e.g., System Security Requirements,
System Security Analyss, will be examined to determine the implementation
of discretionary access by the IMA.

Based upon the IMA design and implementation, ad hoc test cases will be

76




UNCLASSIFIED

platform operating system are considered adequate and
acceptable for discretionary access control (DAC). Itisnot
necessary for an IMA to provide additional access control
functions unless there are specific reasons, such asIMA

level security, to do so. Application program managers must
confirm such requirements and obtain approva from the
DODIIS Engineering Review Board (ERB) and the IMA
security certifier before implementing additiona DAC.

run by the test team to exercise and demonstrate the discretionary access
functions of the IMA.

SEC-6 The IMA shal not require usersto login using privileged user accounts.

REQUIREMENT CLARIFICATION

TEST METHOD

General users must not need to login asroot or asa
privileged user (e.g., an adminigrative user on NT) to
perform genera user functions. While specific IMA
functions may require execution with additiond privileges,
the privilege can be granted on demand by the IMA in away
that is trangparent to the user. Additiond privileges may be
required to manage the IMA.. Users who perform
management of the system’ s resources or who are
responsible for the security of the system are the only
individuas who should have access to root privileges or to
other system privileges.

The appropriate IMA documentation (e.g., SDD, Software User's Manual
(SUM)) will be examined to verify that login asroot or asaprivileged user is
not required to usethe IMA. Thetest engineer will loginto the IMA asa
generd user, following the configuration and ingdlation of the IMA. Thetest
engineer will perform ad hoc tests to verify the basic function of the IMA.

SEC-7 The IMA shdl not require functiona user accessto a shell.

REQUIREMENT CLARIFICATION

TEST METHOD

Although restriction of shdll accessis no longer considered a
security requirement, uncontrolled use of the shdll should be
discouraged. This not only prevents users from taking

The appropriate IMA documentation (e.g., SUM) will be examined to
identify how auser invokes and executesthe IMA. The documentation will
verify that shell accessis not required to usethe IMA. Following
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advantage of vulnerabilities of the operating system or
workgtation configuration, but aso reduces the possibility of
users damaging ether data or environment by incorrect
usage of Unix operating system capabilities. Instead, user
interaction with the IMA should be through graphica user
interfaces.

configuration and ingtalation of the IMA, invoke the IMA. Execute ad hoc
test casesto verify that the IMA will execute properly without the use of a
sl

SEC-8 IMA programs shall not be setuid or setgid to another user ID or group ID.

REQUIREMENT CLARIFICATION

TEST METHOD

The “setuid” programs are a source of potentia security
vulnerabilitiesin Ste workgtations and servers, particularly if
the IMA provides to the user the capability (intended or
unintended) to obtain a shell window. For most purposes,
restricting IMA access by Unix group membershipisa
suitable and acceptable gpproach. The need to configure
the IMA as a satuid program should be stated clearly in the
IMA design documentation.

Likewise, setgid (set groupid) programs aso may provide
security vulnerabilities, athough to alesser extent than setuid
programs.

Following the configuration and ingdlation of the IMA, the permissions that
are st on the IMA executable fileswill be reviewed to verify that the setuid
bits and/or the setgid bits are not set. For each file that has the setuid bit or
the setgid bit s&t, the exact permissonswill be noted. Setuid files that are not
writesble by others do not meet this requirement, but will be assigned a lesser
impact level than setuid files that are writeable by others. The same istrue of
setgid files that are not writeable by group members.

Locate suid and sgid files by the following script:
cd <APPLICATION_ROOT>
find . -perm-4000 -Is
find . -perm-2000 -Is

The first command searches for files that are setuid. The second command
searchesfor filesthat are sstgid. The requirement is met if neither command

reports any files.

Thisrequirement is Not Applicable for the NT.

SEC-9 The IMA shdl not be used to modify operating system and other shared files.
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REQUIREMENT CLARIFICATION

TEST METHOD

In general, execution of the IMA should not creste security
vulnerabilities for other IMAS or for the operating system of
the user’ sworkgtation or of the platform on which the IMA
server resdes. Vulnerabilities could occur due to changesin
permissions of IMA files, changesin ownership of IMA files
or other files, or modification of the contents of IMA files
and files shared with other IMAS. This objective appliesto
al phases of IMA usage, i.e., Sartup and initidization,
information processing, logging/auditing, and IMA
termination. This aso includes the cgpability of obtaining a
command line prompt (eg., aUNIX shdl) from within the
gpplication. While access to the command line may not be
prohibited, it is a service of the infrasiructure, not of the
IMA, and such a cgpability might dlow auser to modify
resources without authorization.

The IMA documentation will be reviewed to determine the IMA filesand
other shared files that are referenced by the IMA during norma use.

The requirement is not met if afile written by the IMA contains sysem-wide
resource that would create security vulnerabilities for other IMASs or for the
operating system of the user’ s workstation.

SEC-10 The IMA shdl not implement audit collection or audit ddivery functions.

REQUIREMENT CLARIFICATION

TEST METHOD

The DODIIS infrastructure provides an audit API for IMAS.
IMAs that use this APl do not have any need to implement
additiond audit functiondlity.

The appropriate IMA documentation (e.g., System Security Requirements,
System Security Andysis) will be examined to determine the use of the
infrastructure audit APl for generating audit records. The IMA will be
ingpected to verify that audit collection or audit ddivery functions are not
implemented by the IMA.

SEC-11 The IMA shdl use the infrastructure audit APl for generating audit records.

| REQUIREMENT CLARIFICATION

TEST METHOD

79




UNCLASSIFIED

The DODIIS infrastructure provides a set of security
functions. Thissat includes asingle audit AP for use by
IMAS to write and transmit audit records. Therefore, there
isno need for an IMA to either use a different audit
mechanism or to implement its own unique audit mechanism.

The appropriate IMA documentation (e.g., System Security Requirements,
System Security Andyss) will be examined to determine that audit AP is
being used for generating audit records by the IMA.

For UNIX:

To verify the use of the audit API for generating audit records by the IMA
execute the following command in ashdl window:

tail -f /var/log/syslog
Note Thelines are digplayed in the window as IMAs and IMA utilities write
them to the sydog file. Using selected test cases from the IMA security test
procedures, verify that IMA audits are written to /var/log/syslog and are
displayed to the shell window &t the same time.

The audit APl generates audit records in the following format:
DTG:Process Name [PID]: Program: Program Event | D:Message
Level:User Name [UID]: Event Specific I nformation\n

The DTG fidd conggts of the month, day, and time the audit record was
generated.

The Process Name [PID] fidd isthe ASCII name of the process that
generates the message; the Process Identifier (PID) is placed within square
brackets. The process name includes the name of the workstation or server
on which the processis running.

The Program field isthe ASCII name of the project that generated the audit
event

The Program Event 1D fidd is the numeric ID associated with the audit
event.
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The Message Level fidd isan ASCII keyword that indicates the urgency
level of the audit record.

The User Name [UID] fidd contains the ASCII name and numeric user ID
of the genera user that owns the process generating the message.

The Event Specific Information field is determined by the security
requirements of the IMA and must be terminated with a new line character,
\n'.

For NT:
The Event Log is used to store audit information from an IMA.
From the Start menu sdlect:
Programs->Administrative Tools->Event Viewer
Once the window is displayed sdlect:
Application from the Log menu

All applications Logs for are displayed.

SEC-12 The IMA audit strategy shall be integrated into Site audit architecture.

REQUIREMENT CLARIFICATION

TEST METHOD

The use of the infrastructure audit interface is required.
Compliance with this requirement is an important step
toward integrating the IMA auditing into the Ste audit
architecture. Thisisbecausedl IMAsthat comply with this
requirement will be usng the same audit (API) and the same
audit formats. This uniformity will improve the ability of a
gte to implement a single gpproach to audit collection and

The primary condderation in evduating if an IMA meetsthis objectiveisthe
level of effort required to integrate the IMA’ s audit into a Site's audit
architecture. A drategy that does not use ether the infrastructure audit APl
or the operating system audit APl does not meet this objective. Reliance on
the operating system AP can pose difficulties snce the audit APl and audit
format will differ across the operating systems.  Since the operating system
audits must dso be integrated into the Site audit architecture, this gpproach
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andyss.

A ste saudit srategy will dso include collection and andyss
of operating system audit data. AnIMA may ether rely on
the operating system auditing or actudly generate audits that
use the operating system audit API. The gpproach should
be clearly documented in the IMA design documentation,
and the audit collection mechanism, AP, and audit formats
should be clearly described.

acceptable. However, it poses aleve of effort that is higher than the use of
the audit API.

SEC-13 The IMA web server shdl audit user activity in accordance with DODIIS security policy.

REQUIREMENT CLARIFICATION

TEST METHOD

IMA web servers must provide audit records of user
activity. Thisisimportant since the user’ s workstation will
not provide information on activity that occurs during
browser sessions. Audit records should include, a a
minimum, the requesting hogt, date and time, username, web
page and/or data accessed, and type of operation (read,
write, etc.).

IMA documentation will be reviewed to identify the auditing srategy of the
IMA web server.

The IMA will be exercised from a client workgtation. The audit trall of the
IMA server will be monitored to verify that the IMA server is auditing user
activity.

If the IMA does not use aweb server this requirement is Not Applicable.

SEC-14 The IMA web server shdl not store sendtive information in cookies.

REQUIREMENT CLARIFICATION

TEST METHOD

Although security policy does not prevent the use of

cookies, an IMA should not write sengtive information to
the cookie file. Sendtive information is any information, such
as the user’ s password, that may affect the security posture
of the IMA or of other dte systems.

The IMA will be exercised from a client workstation. The browser in use on
the workgtation will be configured to accept cookies. During the user's
sesson with the IMA server, the browser cookie file will be monitored and
the contents of each cookie written by the browser will be examined for
potentid vulnerahilities.
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| If the IMA does not use aweb server this requirement is Not Applicable.

SEC-15 If the IMA web server implements identification and authentication, then browser access to pages on the server by explicit URL
addressing shdl be denied unless the user has aready been authenticated.

REQUIREMENT CLARIFICATION

TEST METHOD

IMA web servers may implement login as part of the IMA
identification and authentication policy. In order to usethe
IMA, the user accesses the server viaa browser. Theinitia
web page requires the user to entire an identifier and
password before he or sheis allowed to use the IMA.

For such an implementation, the user must not be permitted
to access pages on the server by entering an absolute path to
adocument or servicein the browser destination field. An
attempt like this can be used to bypass the identification and
authentication mechanism of the IMA and should ether be
denied or mapped to the IMA login window.

The IMA will be exercised from aclient workstation. The test engineer will
collect absolute paths to documents or directoriesthat are available on the
IMA server. Prior to logging into the IMA, the test engineer will enter
absolute paths in the dedtination field of the browser. The objective ismet if
each attempt to use the absolute path is either denied or the test engineer is
presented the IMA login page.

If the IMA does not use aweb server this requirement is Not Applicable.
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4. APPENDIX A

DODIISIntegration Checklist
This appendix provides a summary listing of the DODIIS integration requirements. The
fallowing table lists each requirement. The numbering of the integration requirements has
changed from the previous verson. For the purpose of continuity, each requirement is mapped
to its corresponding requirement in the previous verson of the integration specifications. The
source document in which the origina requirement was stated is provided as an additiona
reference.

Severd new requirements have been added. These requirements address elements of DODIIS
architecture that have not been covered in the earlier versons of the integration requirements
(e.g., browser-based architecture). The requirements are derived from both accepted technical
practices and conventions and from the expertise and knowledge that has been acquired by the
JTF during integration testing.

No reference documents are provided for the new requirements.
The following documents are reference documents for the integration regquirements.

Test ProceduresVolume 1 -- Joint Integration Test Facility (JITF) Test Procedures,
Volume 1, Infrastructure Compliance Testing, 18 June 1997.

Test ProceduresVolume 2 -- Joint Integration Test Facility (JITF) Test Procedures,
Volume 2, Installation and Integration Scenario Testing, 18 June 1997.

CSE Integration -- DODIIS CSE Integration Objectives And Evaluation Procedures
DRAFT 2, October 1996.

User Interface Spec -- User Interface Specifications for the Defense Information
Infrastructure (DII) Version 3.0, February 1998.

DODIIS Ingtructions-- DODIISInstructions, April 1999.

REQUIREMENT REFERENCE REFERENCE DOCUMENT

DOCUMENTATION

DOC-1 IMA documents shal contain page | DOC-1 TEST PROCEDURES 2.0
numbers for al sections and gppendices.

DOC-2 IMA documents shdl contain DOC-2 TEST PROCEDURES 2.0
numbered sections.
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

DOC-3 Figures and tablesin IMA
documents shdl have titles and reference
numbers.

NEW

DOC-4 Soft copy documents shall match
hard copy versgonsin content, structure, and
sectioning.

DOC-3

TEST PROCEDURES 2.0

DOC-5 IMA configuration and ingdlation
information shdl be consolidated into a
sngle configuration and ingdlation
document.

DOC-5

TEST PROCEDURES 2.0

DOC-6 The IMA configuration and
inddlation guide shal indlude ingdlation
veification information.

DOC-6

TEST PROCEDURES 2.0

DOC-7 TheIMA configuration and
inddlation guide shdl specify if the IMA
requires a dedicated platform for the IMA
saver or if the IMA server can beingaled
on a platform shared with other IMA
servers.

DOC-7

TEST PROCEDURES 2.0

DOC-8 TheIMA ingdlaion and
configuration guide shdl contain step by
gep indructions to perform IMA indalation
and configuration.

DOC-8

TEST PROCEDURES 2.0

DOC-9 IMA configuration and ingdlation
guide shdl indude indructions to add the
IMA to the infrastructure gpplication
seection mechanism.

DOC-9

TEST PROCEDURES

DOC-10 IMA documentation shall specify
points of contact (phone, eectronic mall,
etc.) for IMA support.

DOC-11

DOC-11 TheIMA configuration and
inddlation guide shdl specify the minimum
amount of disk gpace needed to ingal and
execute the IMA.

DOC-12

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

DOC-12 ThelMA configuration and
ingalation guide shdl specify the name(s)
and sz&(9) of file system(s) that are required
to ingtdl and execute the IMA.

DOC-13

TEST PROCEDURES 2.0

DOC-13 ThelMA configuration and
inddlation guide shal specify the
recommended and minimum sze of random
access memory (RAM) required to execute
the IMA.

DOC-14

TEST PROCEDURES 2.0

DOC-14 ThelMA configuration and
indalation guide shal specify the operating
system versons and operating system
packages/subsets that must be ingtaled to
support the IMA.

DOC-15

TEST PROCEDURES 2.0

DOC-15 ThelIMA configuration and
indalation guide shal specify the operating
system patch levelsthat must beingtdled to
support the IMA.

DOC-16

TEST PROCEDURES 2.0

DOC-16 ThelMA configuration and
inddlaion guide shdl specify any
modifications made to the operating system
configuration that are required to support
the IMA.

DOC-17

TEST PROCEDURES 2.0

DOC-17 ThelMA configuration and
ingalation guide shdl specify additiond
hardware and associated driversthat are
required to support the IMA.

DOC-18

TEST PROCEDURES 2.0

DOC-18 ThelMA configuration and
ingdlaion guide shdl specify
additiong/modifications to system
configuration files that are required to
support the IMA.

DOC-19

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

DOC-19 ThelMA configuration and
inddlaion guide shdl provide rules defining
appropriate file ownerships and permissons
for dl filesand directories that are loaded or
modified during IMA ingdlation.

DOC-20

TEST PROCEDURES 2.0

DOC-20 ThelMA configuration and
ingdlaion guide shdl specify the audit
configurations (i.e,, audit flags, etc.) that
must be set in order to meet the system
Security requirements.

DOC-21

TEST PROCEDURES 2.0

DOC-21 The IMA configuration and
ingalation guide shdl identify other software
products on which the normal operation of
the IMA is dependent.

DOC-22

TEST PROCEDURES 2.0

DOC-22 Comprehengve ingructions shdl
be provided for uningdling the IMA,
including backing out of afaled ingdlation
so that it can be reingalled.

DOC-23

TEST PROCEDURES 2.0

DOC-23 IMA documentation shal specify
the browsers and browser versons that are
compatible with the IMA.

DOC-24

TEST PROCEDURES 2.0

DOC-24 IMA configuretion and
ingalation guide shal specify any browser
Settings that are necessary to accessthe
IMA.

DOC-25

TEST PROCEDURES 2.0

DOC-25 If theIMA desgn requiresthe
use of plug-ins, the IMA documentation
shdl indude aligt of required browser plug-
ins, the source of the plug-ins and
appropriate licenses, and DMB approva to
use the plug-ins.

DOC-26

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

DOC-26 If the IMA desgn includes
implementation of JAVA gpplets, the IMA
documentation shal include documentation
of IMA sarver regidration with Intelink
Central, documentation of JAVA applet
regigration with Intdink Centrd, and
documentation of results of JAVA applet
code review.

DOC-27

TEST PROCEDURES 2.0

DOC-27 IMA configuration and ingalation
guide shdl specify the network address and
port number for proxy server(s) if required
to accessthe IMA web server.

DOC-28

TEST PROCEDURES 2.0

DOC-28 IMA documentation shall specify
Uniform Resource Locator (URL) for
accessto the IMA asalogica hosthame
that can be resolved by the Ste' s name
resolution service.

DOC-29

TEST PROCEDURES 2.0

DOC-29 IMA desgn documentation shdl
specify if secure HTTPS connections are
required.

DOC-30

TEST PROCEDURES 2.0

DOC-30 IMA design documentation shall
Specify the standards implemented by the
IMA that are mandated by the Joint
Technical Architecture (JTA).

NEW

INSTALLATION AND CONFIGURATION

INST-1 IMA inddlation shdl not require | INST-1 TEST PROCEDURES 2.0
ingdlation of the operating system.

INST-2 IMA ingdlation shdl not require | INST-2 TEST PROCEDURES 2.0
reingtallation of currently loaded COTS or

GOTS gpplications.

INST-3 The IMA shdl not include bundled | INST-3 TEST PROCEDURES 2.0
support applications.

INST-4 The IMA shdl not include bundled | INST-5 TEST PROCEDURES 2.0

implementations of any standard network
protocal.
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

INST-5 IMA inddlation design shdl
support ingtdlation on user workstations
and applications servers for export to user
workstations.

INST-4

TEST PROCEDURES 2.0

INST-6 IMA ghdl not modify the native
programming utilities and libraries.

INST-6

TEST PROCEDURES 2.0

INST-7 IMA ghdl not require modification
of networking protocols or services.

INST-7

TEST PROCEDURES 2.0

INST-8 The IMA software and
documentation shdl explicitly identify the
software verson and reease of IMA in both
documentation and software.

INST-8

TEST PROCEDURES 2.0

INST-9 The IMA can be un-indaled using
ingtructions provided in the IMA
configuration and ingalation guide.

INST-9

TEST PROCEDURES 2.0

INST-10 The IMA ingaler shdl not be
required to make changes to ingtdlation
scripts as part of the ingtallation process.

INST-11

TEST PROCEDURES 2.0

INST-11 The IMA system ingdler shdl not
be required to enter extraneous or
superfluous information during installation.

INST-10

TEST PROCEDURES 2.0

INST-12 Manud input for configuration
and ingdlation shdl be limited to responding
to prompts and/or editing configuration
file(s) and shdl nat involve entering
information that the script can obtain
autometicaly.

INST-12

TEST PROCEDURES 2.0

INST-13 Theinitid configuration and
indalation parameters shal be consgently
Set across the software components
comprising the IMA.

INST-13

TEST PROCEDURES 2.0

INST-14 IMA shdl not reserve an explicit
group identifier (ID) or user ID on Unix
platforms or a specific user/group on NT
platforms.

INST-14

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

INST-15 IMA shdl not bundle Commercia
Off-The-Shdf (COTS) or Government Off-
The-Shdf (GOTS) software in its directory

tree.

INST-15

TEST PROCEDURES 2.0

INST-16 Ingdlation of the IMA shdl not
replace resources that are used by other
IMAS.

INST-16

TEST PROCEDURES 2.0

INST-17 IMA shdl not overwrite or
replace the native RPC map.

INST-17

TEST PROCEDURES 2.0

INST-18 The IMA shdl not require secure
Network File System (NFS).

INST-18

TEST PROCEDURES 2.0

INST-19 IMA files shdl be contained in
lopt/IMA_name or
/opt/hostname#/IMA_name.

INST-19

TEST PROCEDURES 2.0

INST-20 IMA shdl only use colors defined
in the standard color data base.

INST-20

TEST PROCEDURES 2.0

INST-21 IMA dhdl use only fonts from the
platform’s native font set.

INST-21

TEST PROCEDURES 2.0

INST-22 The IMA shdl not require
Specific settings of permissons and
ownership of browser files and directories.

INST-23

TEST PROCEDURES 2.0

INST-23 Ingdlation of the IMA dient shdll
not modify the home page settings of users.

INST-24

TEST PROCEDURES 2.0

INST-24 Indgdlation of the IMA dient shdll
not overwrite or modify default browser
configuration settings of any user.

INST-25

TEST PROCEDURES 2.0

INST-25 Ingdlation of the IMA dient shdll
not require modification of the user’s mall
and news configuration.

INST-26

TEST PROCEDURES 2.0

INST-26 The HTTP server directory
structure shdl be separate from the HTML
documents directory.

INST-27

TEST PROCEDURES 2.0

INST-27 An“index.html” or equivdent file
shall be used to control default web pages.

INST-28

TEST PROCEDURES 2.0

INST-28 All URLSs referenced in HTML
links shal contain at least one ‘..

INST-29

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

INST-29 The“httpd” and any IMA
required daemons shall be sarted
automeatically when the server boots to
multi-user mode.

INST-30

TEST PROCEDURES 2.0

INST-30 The web server shdl log dl
connections and data requests that are
received by the httpd daemon.

INST-31

TEST PROCEDURES 2.0

INST-31 The web server configuration
shdl implement Discretionary Access
Control (DAC).

NEW

INST-32 The httpd daemon shdl be owned
and run by auser name that is not superuser
(Unix) or an adminigtrative user (NT).

INST-34

TEST PROCEDURES 2.0

INST-33 Web IMA file names shdl use
gopropriate file name extenson for the
content type.

INST-35

TEST PROCEDURES 2.0

INST-34 Readme files and errata sheets
shdl contain only last minute and errata type
information that could not be incorporated
into the find printing of the officia
configuration and ingtdlation guide.

DOC-4

TEST PROCEDURES 2.0

INST-35 The media ddlivered by the PMO
to the JTF will include only the basdine for
the release verson under test.

NEW

INST-36 The ingalation and configuration
of the IMA shall be completed in 20
working hours.

NEW

INST-37 The IMA design shdl not prohibit
installation and operation of the gpplication
on a platform shared by other applications.

NEW

ENVIRONMENT

ENV-1 The IMA shall not modify system
filesin any way that causes the computing
platform to fail to boot if the IMA client or
IMA sarver isunavailable.

ENV-1

TEST PROCEDURES 2.0
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REQUIREMENT

REFERENCE

REFERENCE DOCUMENT

ENV-2 Execution of the IMA shdl not
replace or dter system resources that are
used by other IMAS.

ENV-2

TEST PROCEDURES 2.0

ENV-3 The IMA shdl not prevent or dter
loginif the IMA sarver or dient is
unavailable.

ENV-3

TEST PROCEDURES 2.0

ENV-4 The client gpplication(s) of the IMA
shdl launch from the background menu or
from an icon on the desktop.

ENV-4

TEST PROCEDURES 2.0

ENV-5 The server gpplication(s) of the
IMA shdl not require manud launching by
an adminigrator.

NEW

ENV-6 IMA environment variables shdl be
defined in the form of
PRODUCT _VARNAME.

ENV-5

TEST PROCEDURES 2.0

ENV-7 IMA shdl use the directory defined
by the TMPDIR environment variable for al
temporary files.

ENV-6

TEST PROCEDURES 2.0

OPERATION

OPS-1 IMA file names shdl condst
of vaid charactersfor file names
and shall be redtricted to the
maximum length of 128 charsfor
UNIX/Solaris systems and 255
charsfor Windows NT systems.

OPS-1

TEST PROCEDURES 2.0

OPS-2 The IMA shdl use the platform's
native keyboard map.

OPS-2

TEST PROCEDURES 2.0

OPS-3 The execution environment thet
exigs a thetime of IMA launch shdl not
conflict with ether the user’s overdl
operating environment or the execution
environment of other applications.

OPS-3

TEST PROCEDURES 2.0
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REQUIREMENT REFERENCE REFERENCE DOCUMENT
OPS-4 The IMA shdl not contain OPS-4 TEST PROCEDURES 2.0
configuration files or tables that duplicate
information aready contained in the
operating system configuration files.
OPS-5 IMA ghdl not use extensonsto the | OPS-5 TEST PROCEDURES 2.0

Window System (X or Windows NT) that
are not supported by the infrastructure.
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OPS-6 IMA ghdl usethe infragtructure OPS-6 TEST PROCEDURES 2.0
print utility for printing hard copy.

OPS-7 Adminigration of the IMA shdl not | OPS-7 TEST PROCEDURES 2.0
require access to privileged user accounts.

OPS-8 The adminigrator shdl be provided | OPS-8 TEST PROCEDURES 2.0
with utilities and tools to add, modify, or

delete IMA users.

OPS-9 The IMA shdl useinfrastructure OPS-9 TEST PROCEDURES 2.0

management utilities to manage and
digtribute IMA, user, and security data.

OPS-10 IMA filesthat “grow” asareult | OPS-10 TEST PROCEDURES 2.0
of IMA execution shdl not fill or result in
exhaugted file system space.

OPS-11 Theloss of connectivity OPS-11 TEST PROCEDURES 2.0
between the IMA client process
and the IMA server process shdl
not affect the behavior or operation
of other client workstation
aoplications or utilities.

OPS-12 Disorderly termingtion of the | OPS-12 TEST PROCEDURES 2.0
IMA shall not affect the execution
or behavior of other gpplications.

OPS-13 Disorderly terminetion of the | OPS-13 TEST PROCEDURES 2.0
IMA shdl not result in incorrect
behavior of the IMA when the
IMA isrestarted.

OPS-14 Orderly termination of the OPS-14 TEST PROCEDURES 2.0
IMA shall not affect the execution
or behavior of other gpplications.

OPS-15 Disorderly shutdown of the OPS-15 TEST PROCEDURES 2.0
client workstation whilethe IMA is
executing shdl not affect the
behavior or operation of the IMA
on other workstations.

OPS-16 Disorderly shutdown of the OPS-16 TEST PROCEDURES 2.0
client workstation whilethe IMA is
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executing shdl not result in
incorrect behavior of the IMA
when the IMA isrestarted.

OPS-17 User log out of the client OPS-17
workstation while the IMA is
executing shdl not affect the
behavior of the IMA or the
behavior of other applicationsin the
user’s next login session.

TEST PROCEDURES 2.0

OPS-18 The IMA shdl exhibit OPS-18
consgtent behavior across dl
supported operating systems and
platforms.

TEST PROCEDURES 2.0

OPS-19 IMA dhdl not duplicate OPS-19
functions provided by support
applications.

TEST PROCEDURES 2.0

OPS-20 IMA dhdl use shared libraries | OPS-20
for UNIX/Solarisand DLL'sfor
Windows NT.

TEST PROCEDURES 2.0

OPS-21 IMA ghdl not requireuse of a | OPS-21
browser with acceptance of
cookies enabled.

TEST PROCEDURES 2.0

OPS-22 Web pages shdl not contain | OPS-22
animations and animated GIF files
that do not implement mission
functions.

TEST PROCEDURES 2.0

OPS-23 Web pages shdl not contain | OPS-23
dements that obscure or interfere
with reading darity.

TEST PROCEDURES 2.0

OPS-24 Large graphic images shdl be | OPS-24
downloaded on demand. A small
icon of theimage shdl be displayed
on the web page and linked directly
to the full-sized image.

TEST PROCEDURES 2.0

OPS-25 Web pages shdl not contain | OPS-25
background images.

TEST PROCEDURES 2.0

USER INTERFACE
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GUI-1 The IMA shdl dlocate read-only GUI-1 TEST PROCEDURES 2.0
color cells from the default color map.

GUI-2 The IMA shdl dlocate a private GUI-2 TEST PROCEDURES 2.0
color map in order to avoid filling the
default color map with non-shared,
read/write color cells.

GUI-3 The IMA shdl display appropriate | GUI-3 TEST PROCEDURES 2.0
error messages when requested colors are
not available.
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GUI-4 IMA windows will provide panning | GUI-4 TEST PROCEDURES 2.0
or scrolling methods to view panes larger
than the available frame.

GUI-5 The IMA shal support cut and GUI-5 TEST PROCEDURES 2.0
paste between windows.

GUI-6 ThelMA shdl permit resizing of GUI-6 TEST PROCEDURES 2.0
IMA windows.

GUI-7 A hyperlink shdl not navigate to GUI-7 TEST PROCEDURES 2.0
itsdlf.

GUI-8 A hyperlink in aweb document GUI-8 TEST PROCEDURES 2.0
that jumps to a destination outside the
document shdl identify its degtination.

SECURITY

SEC-1 Thedirectoriestouched duringthe | SEC-1 TEST PROCEDURES 2.0
IMA ingdlation shdl not contain files or
directories that are world-writeable as a
result of ingdlation of the IMA.

SEC-2 The IMA shdl not require software | SEC-2 TEST PROCEDURES 2.0
development tools on functiond user
workstations.

SEC-3 The IMA shdl not implement or NEW
require storage of passwordsin clear text.

SEC-4 The IMA shdl not require the SEC-3 TEST PROCEDURES 2.0
presence of an entry relaing to the IMA
saver inthe/.rhogsfile.

SEC-5 The IMA shdl use sysemaccess | SEC-4 TEST PROCEDURES 2.0
control facilities for discretionary access.

SEC-6 TheIMA shdl not requireusersto | SEC-5 TEST PROCEDURES 2.0
login using privileged user accounts.

SEC-7 The IMA shdl not require SEC-6 TEST PROCEDURES 2.0
functiona user accessto ashdl.
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SEC-8 IMA programs shdl not be setuid
or setgid to another user ID or group ID.

SEC-7

TEST PROCEDURES 2.0

SEC-9 The IMA shall not be used to
modify operating system and other shared
files

SEC-8

TEST PROCEDURES 2.0

SEC-10 The IMA dhdl not implement
audit collection or audit ddivery functions.

SEC-9

TEST PROCEDURES 2.0

SEC-11 The IMA shdl usethe
infrastructure audit AP for generating audit
records.

SEC-10

TEST PROCEDURES 2.0

SEC-12 The IMA audit grategy shdl be
integrated into Site audit architecture.

SEC-11

TEST PROCEDURES 2.0

SEC-13 IMA web server shdl audit user
activity in accordance with DODIIS

security policy.

SEC-12

TEST PROCEDURES 2.0

SEC-14 IMA web server shdl not store
sengtive information in cookies.

SEC-13

TEST PROCEDURES 2.0

SEC-15 If the IMA web server implements
identification and authentication, then
browser access to pages on the server by
explicit URL addressing shdll be denied
unless the user has dready been
authenticated.

SEC-14

TEST PROCEDURES 2.0

5. APPENDIX B - ACRONYMS

ACRONYM DEFINITION
AlS Automated Information System
API Application Program Interface
COTS Commercid Off-The-Shelf
CSE Client Server Environment
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CSE-SS Client Server Environment System-Services

DBMS Data Base Management System

DIl COE Defense Information Infrastructure Common Operating
Environment

DMB DODIIS Management Board

DODIIS Department of Defense Intelligence Information System

ERB Engineering Review Board

GIF Graphics Interchange Format

GOTS Government Off-The-Shelf

GUI Graphical User Interface

htm Hyper Text Markup Language

http Hyper Text Transfer Protocol

ID | dentifier

IP Internet Protocol

IMA Intelligence Mission Application

JTF Joint Integration Test Facility

NFS Network File System

NIS Network Information Service

PID Process | dentifier

PMO Program Management Office

RPC Remote Procedure Call

SASS System Acquisition Support Services

SDD Software Design Document

SUM Software User’s Manua

TAR Tape Archive

TCP Transmission Control Protocol

TFUG Trusted Facility User’s Guide
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URL Uniform Resource L ocator
VDD Verson Description Document
VTF Virtua Test Folder

XPG X/OPEN Portability Guide
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